
LP2951-Q1、車載用、可変微小電力電圧レギュレータ、シャットダウン機能
搭載

1 特長
• 車載アプリケーション用に AEC-Q100 認定済み：

– 温度グレード 1：-40℃～+125℃、TA
• 広い入力電圧範囲: 大 35V
• 定格出力電流：100mA
• 低いドロップアウト：380mV (代表値)、100mA 時
• 低い静止電流：75μA (標準値)
• 厳格なライン レギュレーション：0.03% (標準値)
• 厳格な負荷レギュレーション：0.04% (標準値)
• 高い VO 精度：

– 25℃ で 1%
– 温度範囲全体で 2%

• レギュレータまたは参照として使用できます

• 低 ESR (>12mΩ) のセラミック コンデンサで安定動作

• 電流制限機能と熱制限機能

• 8 ピン パッケージ：

– 固定電圧：5V/ADJ および 3.3V/ADJ
– 立ち下がり出力時の低電圧エラー信号

– シャットダウン機能

– 適な出力レギュレーションと精度を実現するリモ
ート センス機能

2 アプリケーション
• インフォテインメントおよびクラスタ

• HEV/EV のバッテリ管理システム (BMS)
• HEV/EV のインバータおよびモータ制御

• HV/EV (ハイブリッド車と電気自動車) のオンボード充

電器 (OBC) とワイヤレス充電器

• HEV/EV の DC/DC コンバータ

3 概要
LP2951-Q1 はバイポーラの低ドロップアウト電圧レギュレ

ータで、 大 35V の広い入力電源電圧範囲に対応でき

ます。8 ピンの LP2951-Q1 は、同じデバイスで固定出力

と可変出力のどちらかを出力できます。OUTPUT ピンと 

SENSE ピン、FEEDBACK ピンと VTAP ピンをそれぞれ

相互接続することで、LP2951-Q1 の出力は (バージョン

に応じて) 5V および 3.3V に固定されます。または、

SENSE ピ ン と  VTAP ピ ン を オ ー プ ン の ま ま に し 、

FEEDBACK を外部の分割抵抗に接続することで、出力

を 1.235V～30V の範囲の任意の値に設定できます

LP2951-Q1 デバイスは、出力電圧に対する誤差の寄与

をすべて 小限に抑えるよう設計されています。厳格な出
力公差 (25℃で 0.5%)、非常に低い出力電圧温度係数 

(標準値 20ppm)、非常に優れたラインおよび負荷レギュ

レーション (標準値 0.3% および 0.4%)、およびリモート 

センシング機能により、低消費電力の基準電圧または 
100mA のレギュレータとして使用できます。

パッケージ情報
部品番号 パッケージ (1) パッケージ サイズ(2)

LP2951-33-Q1
DRG (WSON、8) 3mm × 3mm

LP2951-50-Q1

LP2951-50-Q1 D (SOIC、8) 4.9mm × 6mm

(1) 詳細については、「メカニカル、パッケージ、および注文情報」を参
照してください。

(2) パッケージ サイズ (長さ × 幅) は公称値であり、該当する場合はピ

ンも含まれます。
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4 Pin Configuration and Functions

SHUTDOWN 3 6 VTAP

GND 4 5 ERROR

OUTPUT 1

SENSE 2

8 INPUT

7 FEEDBACK

図 4-1. D Package (LP2951-50-Q1), 8-Pin SOIC (Top 
View) 

OUTPUT

SENSE

SHUTDOWN

GND

1 8

2
Thermal

7

3 6

4 5

INPUT

FEEDBACK

VTAP

ERROR
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表 4-1. Pin Functions
PIN

TYPE DESCRIPTION
NAME NO.

ERROR 5 O Active-low, open-collector error output. Goes low when VOUT drops by 6% of the 
nominal value.

FEEDBACK 7 I
Determines the output voltage. Connect to VTAP (with OUTPUT tied to SENSE) 
to output the fixed voltage corresponding to the device version, or connect to a 
resistor divider to adjust the output voltage.

GND 4 — Ground

INPUT 8 I Supply input

OUTPUT 1 O Voltage output

SENSE 2 I Senses the output voltage. Connect to OUTPUT (with FEEDBACK tied to VTAP) 
to output the voltage corresponding to the device version.

SHUTDOWN 3 I Active-high input. Shuts down the device.

VTAP 6 O Tie to FEEDBACK to output the fixed voltage corresponding to the device 
version.
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5 Specifications
5.1 Absolute Maximum Ratings
over operating free-air temperature range (unless otherwise noted)(1)

MIN MAX UNIT
VIN Input voltage –0.3 35 V

VSHDN SHUTDOWN input voltage –1.5 35 V

ERROR comparator output voltage(2) –1.5 30 V

VFDBK FEEDBACK input voltage(2) (3) –1.5 30 V

TJ Operating virtual-junction temperature 150 °C

Tstg Storage temperature –65 150 °C

(1) Stresses beyond those listed under absolute maximum ratings may cause permanent damage to the device. These are stress ratings 
only, and functional operation of the device at these or any other conditions beyond those indicated under recommended operating 
conditions is not implied. Exposure to absolute-maximum-rated conditions for extended periods may affect device reliability.

(2) Can possibly exceed input supply voltage.
(3) If load is returned to a negative power supply, the output must be diode clamped to GND.

5.2 ESD Ratings
VALUE UNIT

V(ESD) Electrostatic discharge

Human body model (HBM), per AEC Q100-002(1) (2) ±2000

VCharged device model (CDM), per AEC 
Q100-011

Corner pins (1, 4, 8, and 
5)

±1000

Other pins ±1000

(1) AEC Q100-002 indicates HBM stressing is done in accordance with the ANSI/ESDA/JEDEC JS-001 specification.
(2) The LP2951-50QDRQ1 FEEDBACK pin survives up to 1500-V HBM.

5.3 Recommended Operating Conditions
MIN NOM MAX UNIT

VIN Supply input voltage See (1) 30 V

TA Operating temperature –40 125 °C

(1) Minimum VIN is the greater of:
a. 2 V (25°C), 2.3 V (over temperature), or
b. VOUT(MAX) + Dropout (max) at rated IL.

5.4 Thermal Information

THERMAL METRIC(1)

LP2951-30-Q1,
LP2951-50-Q1 LP2951-50-Q1

UNITDRG (WSON) D (SOIC)
8 PINS 8 PINS

RθJA Junction-to-ambient thermal resistance 55.7 121.6 °C/W

RθJC(top) Junction-to-case (top) thermal resistance 66.5 69.8 °C/W

RθJB Junction-to-board thermal resistance 30.2 61.9 °C/W

ψJT Junction-to-top characterization parameter 1.1 22.2 °C/W

ψJB Junction-to-board characterization parameter 30.4 61.4 °C/W

RθJC(bot) Junction-to-case (bottom) thermal resistance 10 n/a °C/W

(1) For more information about traditional and new thermal metrics, see the Semiconductor and IC Package Thermal Metrics application 
note.
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5.5 Electrical Characteristics
VIN = VOUT (nominal) + 1 V, IL = 100 μA, CL = 1 μF (5-V versions) or CL = 2.2 μF (3.3-V versions),
8-pin version: FEEDBACK tied to VTAP, OUTPUT tied to SENSE, VSHUTDOWN  ≤ 0.7 V

PARAMETER TEST CONDITIONS TA MIN TYP MAX UNIT

3.3-V VERSION (LP2951-33-Q1)

VOUT Output voltage IL = 100 μA
25°C 3.267 3.3 3.333

V
–40°C to 125°C 3.234 3.3 3.366

5-V VERSION (LP2951-50-Q1)

VOUT Output voltage IL = 100 μA
25°C 4.950 5 5.050

V
–40°C to 125°C 4.900 5 5.100

ALL VOLTAGE OPTIONS

Output voltage temperature 
coefficient(1)  IL = 100 μA –40°C to 125°C 20 100 ppm/°C

Line regulation(2) VIN = [VOUT(NOM) + 1 V] to 30 V
25°C 0.03 0.2

%/V
–40°C to 125°C 0.4

Load regulation(2) IL = 100 μA to 100 mA
25°C 0.04% 0.2%

–40°C to 125°C 0.3%

VIN – VOUT Dropout voltage(3)

IL = 100 μA
25°C 50 80

mV
–40°C to 125°C 150

IL = 100 mA
25°C 380 450

–40°C to 125°C 600

IGND GND current

IL = 100 μA
25°C 75 120

μA
–40°C to 125°C 140

IL = 100 mA
25°C 8 12

mA
–40°C to 125°C 14

Dropout ground current VIN = VOUT(NOM) – 0.5 V,
IL = 100 μA

25°C 110 170
μA

–40°C to 125°C 200

Current limit VOUT = 0 V
25°C 160 200

mA
–40°C to 125°C 220

Thermal regulation(4)  IL = 100 μA 25°C 0.05 0.2 %/W

Output noise (RMS),
10 Hz to 100 kHz

CL = 1 μF (5 V only)

25°C

430

μVCL = 200 μF 160

LP2951-50-Q1: CL = 3.3 μF,
CBypass = 0.01 μF between pins 1 and 7 100

Reference voltage(6)
VOUT = VREF to (VIN – 1 V),
VIN = 2.3 V to 30 V,
IL = 100 μA to 100 mA

–40°C to 125°C 1.200 1.272 V

Reference voltage temperature 
coefficient(1)  25°C 20 ppm/°C

ERROR COMPARATOR

Output leakage current VOUT = 30 V
25°C 0.01 1

μA
–40°C to 125°C 2

Output low voltage VIN = VOUT(NOM) – 0.5 V,
IOL = 400 μA

25°C 150 250
mV

–40°C to 125°C 400

Upper threshold voltage 
(ERROR output high)(5)  

25°C 40 60
mV

–40°C to 125°C 25

Lower threshold voltage 
(ERROR output low)(5)  

25°C 75 95
mV

–40°C to 125°C 140

Hysteresis(5)  25°C 15 mV

SHUTDOWN INPUT

Input logic voltage
Low (regulator ON)

–40°C to 125°C
0.7

V
High (regulator OFF) 2
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5.5 Electrical Characteristics (続き)
VIN = VOUT (nominal) + 1 V, IL = 100 μA, CL = 1 μF (5-V versions) or CL = 2.2 μF (3.3-V versions),
8-pin version: FEEDBACK tied to VTAP, OUTPUT tied to SENSE, VSHUTDOWN  ≤ 0.7 V

PARAMETER TEST CONDITIONS TA MIN TYP MAX UNIT

SHUTDOWN input current

VTAP = 2.4 V
25°C 30 50

μA
–40°C to 125°C 100

VTAP = 30 V
25°C 450 600

–40°C to 125°C 750

Regulator output current
in shutdown

VSHUTDOWN ≥ 2 V,
VIN ≤ 30 V, VOUT = 0,
FEEDBACK tied to VTAP

25°C 3 10
μA

–40°C to 125°C 20

(1) Output or reference voltage temperature coefficient is defined as the worst-case voltage change divided by the total temperature 
range.

(2) Regulation is measured at constant junction temperature, using pulse testing with a low duty cycle. Changes in output voltage resulting 
from heating effects are covered under the specification for thermal regulation.

(3) Dropout voltage is defined as the input-to-output differential at which the output voltage drops 100 mV, below the value measured at 1-
V differential. The minimum input supply voltage of 2 V (2.3 V over temperature) must be observed.

(4) Thermal regulation is defined as the change in output voltage at a time (T) after a change in power dissipation is applied, excluding 
load or line regulation effects. Specifications are for a 50-mA load pulse at VIN = 30 V, VOUT = 5 V (1.25-W pulse) for t = 10 ms.

(5) Comparator thresholds are expressed in terms of a voltage differential equal to the nominal reference voltage (measured at VIN –
 VOUT = 1 V) minus FEEDBACK terminal voltage. To express these thresholds in terms of output voltage change, multiply by the error 
amplifier gain = VOUT / VREF = (R1 + R2) / R2. For example, at a programmed output voltage of 5 V, the ERROR output is specified to 
go low when the output drops by 95 mV × 5 V / 1.235 V = 384 mV. Thresholds remain constant as a percentage of VOUT (as VOUT is 
varied), with the low-output warning occurring at 6% below nominal (typical) and 7.7% (maximum).

(6) For the LP2951-50QDR in the SOIC package, VREF is tested at VIN = 6 V and IOUT=100 μA.
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5.6 Typical Characteristics
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図 5-1. Quiescent Current vs Load Current
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図 5-2. Input Current vs Input Voltage
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図 5-3. Input Current vs Input Voltage
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図 5-4. Input Current vs Input Voltage
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5.6 Typical Characteristics (continued)
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図 5-5. Output Voltage vs Temperature
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図 5-6. Quiescent Current vs Input Voltage
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図 5-7. Quiescent Current vs Input Voltage
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図 5-8. Quiescent Current vs Input Voltage
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図 5-9. Quiescent Current vs Temperature
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図 5-10. Quiescent Current vs Temperature
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5.6 Typical Characteristics (continued)
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図 5-11. Short-Circuit Current vs Temperature
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図 5-12. Dropout Voltage vs Temperature
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図 5-13. Dropout Voltage vs Output Current
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図 5-14. Minimum Operating Voltage vs Temperature
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図 5-15. Feedback Bias Current vs Temperature
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図 5-16. ERROR Comparator Output vs Input Voltage
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5.6 Typical Characteristics (continued)
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図 5-17. ERROR Comparator Sink Current vs Output Low 
Voltage
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図 5-18. Line Transient Response vs Time
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図 5-20. Load Transient Response vs Time
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図 5-21. Shutdown Transient Response vs Time
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図 5-22. Shutdown Transient Response vs Time
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5.6 Typical Characteristics (continued)
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図 5-23. Output Impedance vs Frequency
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図 5-24. Ripple Rejection vs Frequency
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図 5-25. Ripple Rejection vs Frequency
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図 5-26. Ripple Rejection vs Frequency
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5.6 Typical Characteristics (continued)
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図 5-27. Output Noise vs Frequency
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図 5-28. Divider Resistance vs Temperature
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図 5-29. Shutdown Threshold Voltage (OFF to ON) vs 
Temperature
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図 5-30. Shutdown Threshold Voltage (ON to OFF) vs 
Temperature
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5.6 Typical Characteristics (continued)
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図 5-31. Line Regulation vs Input Voltage
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6 Detailed Description
6.1 Overview
The LP2951-Q1 is a bipolar, low-dropout voltage regulator that can accommodate a wide input supply voltage 
range of up to 30 V. The 8-pin LP2951-Q1 is able to output either a fixed or adjustable output from the same 
device. By tying the OUTPUT and SENSE pins together, and the FEEDBACK and VTAP pins together, the 
LP2951-Q1 outputs a fixed 5 V, 3.3 V, or 3 V (depending on the version). Alternatively, by leaving the SENSE 
and VTAP pins open and connecting FEEDBACK to an external resistor divider, the output can be set to any 
value between 1.235 V to 30 V.

The 8-pin LP2951-Q1 also offers additional functionality that makes this device particularly designed for battery-
powered applications. For example, a logic-compatible shutdown feature allows the regulator to be put in 
standby mode for power savings. In addition, there is a built-in supervisor reset function in which the ERROR 
output goes low when VOUT drops by 6% of the nominal value for whatever reason (for example, such as a drop 
in VIN, current limiting, or thermal shutdown).

The LP2951-Q1 is designed to minimize all error contributions to the output voltage. With a tight output tolerance 
(0.5% at 25°C), a very low output voltage temperature coefficient (20 ppm typical), extremely good line and load 
regulation (0.3% and 0.4% typical), and remote sensing capability, the device can be used as either a low-power 
voltage reference or a 100-mA regulator.

6.2 Functional Block Diagram

+

+

60 mV

1.235-V Reference

Error 

Amplifier

SENSE

VTAP

ERROR

GND

OUTPUTINPUTFEEDBACK

SHUTDOWN
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6.3 Feature Description
6.3.1 ERROR Function

The LP2951-Q1 has a low-voltage detection comparator that outputs a logic low when the output voltage drops 
by approximately 6% from the nominal value, and outputs a logic high when VOUT has reached approximately 
95% of the nominal value. This 95% of nominal figure is obtained by dividing the built-in offset of approximately 
60 mV by the 1.235-V band-gap reference, and remains independent of the programmed output voltage. For 
example, the trip-point threshold (ERROR output goes high) typically is 4.75 V for a 5-V output and 11.4 V for a 
12-V output. Typically, there is a hysteresis of 15 mV between the thresholds for a high and low ERROR output.

A timing diagram is shown in 図 6-1 for ERROR vs VOUT (5 V), as VIN is ramped up and down. ERROR becomes 
valid (low) when VIN is approximately 1.3 V. When VIN is approximately 5 V, VOUT = 4.75 V, causing ERROR to 
go high. Because the dropout voltage is load dependent, the output trip-point threshold is reached at different 
values of VIN, depending on the load current. For instance, at higher load current, ERROR goes high at a slightly 
higher value of VIN, and vice versa for lower load current. The output-voltage trip point remains at approximately 
4.75 V, regardless of the load. When VIN ≤ 1.3 V, the ERROR comparator output is turned off and pulled high to 
the pullup voltage. If VOUT is used as the pullup voltage, rather than an external 5-V source, ERROR typically is 
approximately 1.2 V. In this condition, an equal resistor divider (10 kΩ is acceptable) can be tied to ERROR to 
divide down the voltage to a valid logic low during any fault condition, while still enabling a logic high during 
normal operation.

5 V

1.3 V

Input
Voltage

Output
Voltage

ERROR

4.75 V

図 6-1. ERROR Output Timing

Because the ERROR comparator has an open-collector output, an external pullup resistor is required to pull the 
output up to VOUT or another supply voltage (up to 30 V). The output of the comparator is rated to sink up to 
400 μA. An acceptable range of values for the pullup resistor is from 100 kΩ to 1 MΩ. If ERROR is not used, this 
pin can be left open.
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6.3.2 Programming Output Voltage

A unique feature of the LP2951-Q1 is the ability to output either a fixed voltage or an adjustable voltage, 
depending on the external pin connections. To output the internally programmed fixed voltage, tie the SENSE pin 
to the OUTPUT pin and the FEEDBACK pin to the VTAP pin. Alternatively, a user-programmable voltage ranging 
from the internal 1.235-V reference to a 30-V max can be set by using an external resistor divider pair. The 
resistor divider is tied to VOUT, and the divided-down voltage is tied directly to FEEDBACK for comparison 
against the internal 1.235-V reference. To satisfy the steady-state condition in which the two inputs are equal, 
the error amplifier drives the output to equal 式 1:

æ ö
= ´ + -ç ÷

è ø
OUT REF FB 1

R1
V V 1 I R

R2 (1)

where:

• VREF = 1.235 V applied across R2 (see 図 6-2)
• IFB = FEEDBACK bias current, typically 20 nA

A minimum regulator output current of 1 μA must be maintained. Thus, in an application where a no-load 
condition is expected (for example, CMOS circuits in standby), this 1-μA minimum current must be provided by 
the resistor pair, effectively imposing a maximum value of R2 = 1.2 MΩ (1.235 V / 1.2 MΩ ≉ 1 μA).

IFB = 20 nA introduces an error not approximately equal to 0.02% in VOUT. This error can be offset by trimming 
R1. Alternatively, increasing the divider current makes IFB less significant, thus, reducing the error contribution. 
For instance, using R2 = 100 kΩ reduces the error contribution of IFB to 0.17% by increasing the divider current 
to not approximately equal to 12 μA. This increase in the divider current still is small compared to the 600-μA 
typical quiescent current of the LP2951-Q1 under no load.

R1

R2

FEEDBACK

VOUT

図 6-2. Adjusting the Feedback on the LP2951-Q1

6.4 Device Functional Modes
6.4.1 Shutdown Mode

This device can be placed in shutdown mode with a logic high at the SHUTDOWN pin. Return the logic level low 
to restore operation or tie SHUTDOWN to ground if the feature is not being used.
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7 Application and Implementation

注

以下のアプリケーション情報は、TI の製品仕様に含まれるものではなく、TI ではその正確性または完全性を

保証いたしません。個々の目的に対する製品の適合性については、お客様の責任で判断していただくことに
なります。お客様は自身の設計実装を検証しテストすることで、システムの機能を確認する必要があります。

7.1 Application Information
The LP2951-Q1 is used as a low-dropout regulator with a wide range of input voltages.

7.2 Typical Application

LP2951-50

1

2

3

4

8

7

6

5

VOUT

SENSE

SHUTDOWN

GND

FEEDBACK

VTAP

1 μF

VOUT = 5 V

330 kΩ

ERROR

VIN

1 μF

VIN = 12 V

図 7-1. 12-V to 5-V Converter

7.2.1 Design Requirements
7.2.1.1 Input Capacitor (CIN)

Place a 1-μF (tantalum, ceramic, or aluminum) electrolytic capacitor locally at the input of the LP2951-Q1 if there 
is, or can be, significant impedance between the ac filter capacitor and the input; for example, if a battery is used 
as the input or if the ac filter capacitor is located more than 10 inches away. There are no ESR requirements for 
this capacitor, and the capacitance can be increased without limit.

7.2.1.2 Output Capacitor (COUT)

As with most PNP LDOs, stability conditions require the output capacitor to have a minimum capacitance and an 
ESR that falls within a certain range.
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7.2.2 Detailed Design Procedure
7.2.2.1 Capacitance Value

For VOUT ≥ 5 V, a minimum of 1 μF is required. For lower VOUT, the regulator loop gain is running closer to unity 
gain and, thus, has lower phase margins. Consequently, a larger capacitance is needed for stability.

For VOUT = 3 V or 3.3 V, a minimum of 2.2 μF is recommended. For worst case, VOUT = 1.23 V (using the ADJ 
version), a minimum of 3.3 μF is recommended. COUT can be increased without limit and only improves the 
regulator stability and transient response. Regardless of the value, the output capacitor must have a resonant 
frequency greater than 500 kHz.

The minimum capacitance values given in this section are for a maximum load current of 100 mA. If the 
maximum expected load current is less than 100 mA, then lower values of COUT can be used. For instance, if 
IOUT < 10 mA, then only 0.33 μF is required for COUT. For IOUT < 1 mA, 0.1 μF is sufficient for stability 
requirements. Thus, for a worst-case condition of 100-mA load and VOUT = VREF = 1.235 V (representing the 
highest load current and lowest loop gain), a minimum COUT of 3.3 μF is recommended.

For the LP2951-Q1, no load stability is inherent in the design — a desirable feature in CMOS circuits that are put 
in standby (such as RAM keep-alive applications). If the LP2951-Q1 is used with external resistors to set the 
output voltage, a minimum load current of 1 μA is recommended through the resistor divider.

7.2.2.2 Capacitor Types

Most tantalum or aluminum electrolytics are acceptable for use at the input. Film-type capacitors also work but at 
higher cost. When operating at low temperature, care must be taken with aluminum electrolytics, because these 
electrolytes often freeze at –30°C. For this reason, use solid tantalum capacitors at temperatures below –25°C.

Ceramic capacitors can be used, but because of the low ESR (as low as 5 mΩ to 10 mΩ), these capacitors can 
possibly not meet the minimum ESR requirement previously discussed. If a ceramic capacitor is used, a series 
resistor between 0.1 Ω to 2 Ω must be added to meet the minimum ESR requirement. In addition, ceramic 
capacitors have one glaring disadvantage that must be taken into account — a poor temperature coefficient, 
where the capacitance can vary significantly with temperature. For instance, a large-value ceramic capacitor (≥ 
2.2 μF) can lose more than half of the capacitance as temperature rises from 25°C to 85°C. Thus, a 2.2-μF 
capacitor at 25°C drops well below the minimum COUT required for stability as ambient temperature rises. For 
this reason, select an output capacitor that maintains the minimum 2.2 μF required for stability for the entire 
operating temperature range.

7.2.2.3 CBYPASS: Noise and Stability Improvement

In the LP2951-Q1, an external FEEDBACK pin directly connected to the error amplifier noninverting input can 
allow stray capacitance to cause instability by shunting the error amplifier feedback to GND, especially at high 
frequencies. This instability is worsened if high-value external resistors are used to set the output voltage, 
because a high resistance allows the stray capacitance to play a more significant role (that is, a larger RC time 
delay is introduced between the output of the error amplifier and the FEEDBACK input, leading to more phase 
shift and lower phase margin). A solution is to add a 100-pF bypass capacitor (CBYPASS) between OUTPUT and 
FEEDBACK; because CBYPASS is in parallel with R1, this capacitor lowers the impedance introduced at 
FEEDBACK at high frequencies, in effect offsetting the effect of the parasitic capacitance by providing more 
feedback at higher frequencies. More feedback forces the error amplifier to work at a lower loop gain, so COUT 
must be increased to a minimum of 3.3 μF to improve the regulator phase margin.

CBYPASS can be also used to reduce output noise in the LP2951-Q1. This bypass capacitor reduces the closed-
loop gain of the error amplifier at the high frequency, so noise no longer scales with the output voltage. This 
improvement is more noticeable with higher output voltages, where loop-gain reduction is greatest. An 
acceptable CBYPASS is calculated as shown in 式 2:

® =

p ´ ´

;(CBYPASS) (BYPASS)

1
f 200 Hz C

2 R1 200 Hz (2)
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7.2.2.4 ESR Range

The regulator control loop relies on the ESR of the output capacitor to provide a zero to add sufficient phase 
margin to ensure unconditional regulator stability; this condition requires the closed-loop gain to intersect the 
open-loop response in a region where the open-loop gain rolls off at 20 dB/decade. This roll off ensures that the 
phase is always less than 180° (phase margin greater than 0°) at unity gain. Thus, a minimum-maximum range 
for the ESR must be observed.

The upper limit of this ESR range is established by the fact that an ESR that is too high can result in the zero 
occurring too soon, causing the gain to roll off too slowly. This effect, in turn, allows a third pole to appear before 
unity gain and introduces enough phase shift to cause instability. This phase shift typically limits the maximum 
ESR to approximately 5 Ω.

Conversely, the lower limit of the ESR range is tied to the fact that an ESR that is too low shifts the zero too far 
out, past unity gain, which allows the gain to roll off at 40 dB/decade at unity gain, resulting in a phase shift of 
greater than 180°. Typically, limiting the minimum ESR to approximately 20 mΩ to 30 mΩ.

7.2.3 Application Curves
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図 7-2. Ripple Rejection vs Frequency
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図 7-3. Output Impedance vs Frequency
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7.3 Power Supply Recommendations
Limit maximum input voltage to 30 V for proper operation. Place input and output capacitors as close to the 
device as possible to take advantage of the high-frequency, noise-filtering properties.

7.4 Layout
7.4.1 Layout Guidelines

Make sure that traces on the input and outputs of the device are wide enough to handle the desired currents. For 
this device, the output trace must be larger in order to accommodate the larger available current.

Place input and output capacitors as close to the device as possible to take advantage of the high-frequency, 
noise-filtering properties.

7.4.2 Layout Example

LP2951-50

1

2

3

4

8

7

6

5

1 PF 1 PF

ERROR can be left floating 

if not used

図 7-4. Layout Example (D Package)
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8 Device and Documentation Support
8.1 ドキュメントの更新通知を受け取る方法
ドキュメントの更新についての通知を受け取るには、www.tij.co.jp のデバイス製品フォルダを開いてください。[通知] をク

リックして登録すると、変更されたすべての製品情報に関するダイジェストを毎週受け取ることができます。 変更の詳細に

ついては、改訂されたドキュメントに含まれている改訂履歴をご覧ください。

8.2 サポート・リソース
テキサス・インスツルメンツ E2E™ サポート・フォーラムは、エンジニアが検証済みの回答と設計に関するヒントをエキスパ

ートから迅速かつ直接得ることができる場所です。既存の回答を検索したり、独自の質問をしたりすることで、設計で必要
な支援を迅速に得ることができます。

リンクされているコンテンツは、各寄稿者により「現状のまま」提供されるものです。これらはテキサス・インスツルメンツの仕
様を構成するものではなく、必ずしもテキサス・インスツルメンツの見解を反映したものではありません。テキサス・インスツ
ルメンツの使用条件を参照してください。

8.3 Trademarks
テキサス・インスツルメンツ E2E™ is a trademark of Texas Instruments.
すべての商標は、それぞれの所有者に帰属します。

8.4 静電気放電に関する注意事項
この IC は、ESD によって破損する可能性があります。テキサス・インスツルメンツは、IC を取り扱う際には常に適切な注意を払うこと

を推奨します。正しい取り扱いおよび設置手順に従わない場合、デバイスを破損するおそれがあります。

ESD による破損は、わずかな性能低下からデバイスの完全な故障まで多岐にわたります。精密な IC の場合、パラメータがわずか

に変化するだけで公表されている仕様から外れる可能性があるため、破損が発生しやすくなっています。

8.5 用語集
テキサス・インスツルメンツ用語集 この用語集には、用語や略語の一覧および定義が記載されています。

9 Revision History
資料番号末尾の英字は改訂を表しています。その改訂履歴は英語版に準じています。

Changes from Revision F (August 2023) to Revision G (April 2024) Page
• 「特長」の AEC-Q100 の箇条書き項目に正しい温度グレード 1 の範囲を追加 .......................................................1
• 「パッケージ情報」表と D パッケージのピン配置図の LP2591-50-Q1 を LP2951-50-Q1 に変更.............................1

Changes from Revision E (November 2014) to Revision F (August 2023) Page
• ドキュメント全体にわたって表、図、相互参照の採番方法を変更............................................................................. 1
• ドキュメント全体を通してデバイス名を「LP2951-50-Q1 および LP2951-33-Q1」から「LP2951-Q1」に変更 ............. 1
• 「特長」セクションの車載用固有の箇条書きを変更 ................................................................................................ 1
• 代表的な精度仕様を訂正するように精度の特長を変更..........................................................................................1
• 「アプリケーション」セクションにリンクを追加 .......................................................................................................... 1
• 「製品情報」表をパッケージ製品に一致するように変更...........................................................................................1
• 表紙の画像を変更............................................................................................................................................... 1
• Changed Enable to Shutdown in Shutdown Transient Response vs Time curves.............................................7
• Changed Application Curves section................................................................................................................19
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10 Mechanical, Packaging, and Orderable Information
The following pages include mechanical, packaging, and orderable information. This information is the most 
current data available for the designated devices. This data is subject to change without notice and revision of 
this document. For browser-based versions of this data sheet, refer to the left-hand navigation.
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重要なお知らせと免責事項
テキサス・インスツルメンツは、技術データと信頼性データ (データシートを含みます)、設計リソース (リファレンス デザインを含みます)、アプリケーショ

ンや設計に関する各種アドバイス、Web ツール、安全性情報、その他のリソースを、欠陥が存在する可能性のある「現状のまま」提供しており、商品性

および特定目的に対する適合性の黙示保証、第三者の知的財産権の非侵害保証を含むいかなる保証も、明示的または黙示的にかかわらず拒否しま
す。

これらのリソースは、 テキサス・インスツルメンツ製品を使用する設計の経験を積んだ開発者への提供を意図したものです。(1) お客様のアプリケーショ

ンに適した テキサス・インスツルメンツ製品の選定、(2) お客様のアプリケーションの設計、検証、試験、(3) お客様のアプリケーションに該当する各種

規格や、その他のあらゆる安全性、セキュリティ、規制、または他の要件への確実な適合に関する責任を、お客様のみが単独で負うものとします。

上記の各種リソースは、予告なく変更される可能性があります。これらのリソースは、リソースで説明されている テキサス・インスツルメンツ製品を使用す

るアプリケーションの開発の目的でのみ、 テキサス・インスツルメンツはその使用をお客様に許諾します。これらのリソースに関して、他の目的で複製す

ることや掲載することは禁止されています。 テキサス・インスツルメンツや第三者の知的財産権のライセンスが付与されている訳ではありません。お客様

は、これらのリソースを自身で使用した結果発生するあらゆる申し立て、損害、費用、損失、責任について、 テキサス・インスツルメンツおよびその代理

人を完全に補償するものとし、 テキサス・インスツルメンツは一切の責任を拒否します。

テキサス・インスツルメンツの製品は、 テキサス・インスツルメンツの販売条件、または ti.com やかかる テキサス・インスツルメンツ製品の関連資料など

のいずれかを通じて提供する適用可能な条項の下で提供されています。 テキサス・インスツルメンツがこれらのリソースを提供することは、適用される 

テキサス・インスツルメンツの保証または他の保証の放棄の拡大や変更を意味するものではありません。

お客様がいかなる追加条項または代替条項を提案した場合でも、 テキサス・インスツルメンツはそれらに異議を唱え、拒否します。IMPORTANT 
NOTICE

郵送先住所：Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2024, Texas Instruments Incorporated

https://www.ti.com/ja-jp/legal/terms-conditions/terms-of-sale.html
https://www.ti.com
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PACKAGING INFORMATION

Orderable Device Status
(1)

Package Type Package
Drawing

Pins Package
Qty

Eco Plan
(2)

Lead finish/
Ball material

(6)

MSL Peak Temp
(3)

Op Temp (°C) Device Marking
(4/5)

Samples

LP2951-33QDRGRQ1 ACTIVE SON DRG 8 3000 RoHS & Green NIPDAU Level-2-260C-1 YEAR -40 to 125 RACQ Samples

LP2951-50QDRGRQ1 ACTIVE SON DRG 8 3000 RoHS & Green NIPDAU Level-2-260C-1 YEAR -40 to 125 ZUFQ Samples

LP2951-50QDRQ1 ACTIVE SOIC D 8 2500 RoHS & Green NIPDAU Level-3-260C-168 HR -40 to 125 KY515Q Samples

 
(1) The marketing status values are defined as follows:
ACTIVE: Product device recommended for new designs.
LIFEBUY: TI has announced that the device will be discontinued, and a lifetime-buy period is in effect.
NRND: Not recommended for new designs. Device is in production to support existing customers, but TI does not recommend using this part in a new design.
PREVIEW: Device has been announced but is not in production. Samples may or may not be available.
OBSOLETE: TI has discontinued the production of the device.

 
(2) RoHS:  TI defines "RoHS" to mean semiconductor products that are compliant with the current EU RoHS requirements for all 10 RoHS substances, including the requirement that RoHS substance
do not exceed 0.1% by weight in homogeneous materials. Where designed to be soldered at high temperatures, "RoHS" products are suitable for use in specified lead-free processes. TI may
reference these types of products as "Pb-Free".
RoHS Exempt: TI defines "RoHS Exempt" to mean products that contain lead but are compliant with EU RoHS pursuant to a specific EU RoHS exemption.
Green: TI defines "Green" to mean the content of Chlorine (Cl) and Bromine (Br) based flame retardants meet JS709B low halogen requirements of <=1000ppm threshold. Antimony trioxide based
flame retardants must also meet the <=1000ppm threshold requirement.

 
(3) MSL, Peak Temp. - The Moisture Sensitivity Level rating according to the JEDEC industry standard classifications, and peak solder temperature.

 
(4) There may be additional marking, which relates to the logo, the lot trace code information, or the environmental category on the device.

 
(5) Multiple Device Markings will be inside parentheses. Only one Device Marking contained in parentheses and separated by a "~" will appear on a device. If a line is indented then it is a continuation
of the previous line and the two combined represent the entire Device Marking for that device.

 
(6) Lead finish/Ball material - Orderable Devices may have multiple material finish options. Finish options are separated by a vertical ruled line. Lead finish/Ball material values may wrap to two
lines if the finish value exceeds the maximum column width.

 
Important Information and Disclaimer:The information provided on this page represents TI's knowledge and belief as of the date that it is provided. TI bases its knowledge and belief on information
provided by third parties, and makes no representation or warranty as to the accuracy of such information. Efforts are underway to better integrate information from third parties. TI has taken and
continues to take reasonable steps to provide representative and accurate information but may not have conducted destructive testing or chemical analysis on incoming materials and chemicals.
TI and TI suppliers consider certain information to be proprietary, and thus CAS numbers and other limited information may not be available for release.
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In no event shall TI's liability arising out of such information exceed the total purchase price of the TI part(s) at issue in this document sold by TI to Customer on an annual basis.

 
 OTHER QUALIFIED VERSIONS OF LP2951-Q1 :

• Catalog : LP2951

 NOTE: Qualified Version Definitions:

• Catalog - TI's standard catalog product
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TAPE AND REEL INFORMATION

Reel Width (W1)

REEL DIMENSIONS

A0
B0
K0
W

Dimension designed to accommodate the component length
Dimension designed to accommodate the component thickness
Overall width of the carrier tape
Pitch between successive cavity centers

Dimension designed to accommodate the component width

TAPE DIMENSIONS

K0  P1

B0 W

A0Cavity

QUADRANT ASSIGNMENTS FOR PIN 1 ORIENTATION IN TAPE

Pocket Quadrants

Sprocket Holes

Q1 Q1Q2 Q2

Q3 Q3Q4 Q4 User Direction of Feed

P1

Reel
Diameter

 
*All dimensions are nominal

Device Package
Type

Package
Drawing

Pins SPQ Reel
Diameter

(mm)

Reel
Width

W1 (mm)

A0
(mm)

B0
(mm)

K0
(mm)

P1
(mm)

W
(mm)

Pin1
Quadrant

LP2951-33QDRGRQ1 SON DRG 8 3000 330.0 12.4 3.3 3.3 1.1 8.0 12.0 Q2

LP2951-50QDRGRQ1 SON DRG 8 3000 330.0 12.4 3.3 3.3 1.1 8.0 12.0 Q2

LP2951-50QDRQ1 SOIC D 8 2500 330.0 12.5 6.4 5.2 2.1 8.0 12.0 Q1
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PACKAGE MATERIALS INFORMATION
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TAPE AND REEL BOX DIMENSIONS

Width (mm)

W L

H

 
*All dimensions are nominal

Device Package Type Package Drawing Pins SPQ Length (mm) Width (mm) Height (mm)

LP2951-33QDRGRQ1 SON DRG 8 3000 367.0 367.0 35.0

LP2951-50QDRGRQ1 SON DRG 8 3000 367.0 367.0 35.0

LP2951-50QDRQ1 SOIC D 8 2500 340.5 338.1 20.6
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PACKAGE OUTLINE

C

.228-.244  TYP
[5.80-6.19]

.069 MAX
[1.75]     

6X .050
[1.27]

8X .012-.020
     [0.31-0.51]

2X
.150
[3.81]

.005-.010  TYP
[0.13-0.25]

0 - 8 .004-.010
[0.11-0.25]

.010
[0.25]

.016-.050
[0.41-1.27]

4X (0 -15 )

A

.189-.197
[4.81-5.00]

NOTE 3

B .150-.157
[3.81-3.98]

NOTE 4

4X (0 -15 )

(.041)
[1.04]

SOIC - 1.75 mm max heightD0008A
SMALL OUTLINE INTEGRATED CIRCUIT

4214825/C   02/2019

NOTES: 
 
1. Linear dimensions are in inches [millimeters]. Dimensions in parenthesis are for reference only. Controlling dimensions are in inches.
    Dimensioning and tolerancing per ASME Y14.5M. 
2. This drawing is subject to change without notice. 
3. This dimension does not include mold flash, protrusions, or gate burrs. Mold flash, protrusions, or gate burrs shall not
    exceed .006 [0.15] per side. 
4. This dimension does not include interlead flash.
5. Reference JEDEC registration MS-012, variation AA.
 

1
8

.010 [0.25] C A B

5
4

PIN 1 ID AREA

SEATING PLANE

.004 [0.1] C

 SEE DETAIL A

DETAIL A
TYPICAL

SCALE  2.800
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EXAMPLE BOARD LAYOUT

.0028 MAX
[0.07]
ALL AROUND

.0028 MIN
[0.07]
ALL AROUND
 

(.213)
[5.4]

6X (.050 )
[1.27]

8X (.061 )
[1.55]

8X (.024)
[0.6]

(R.002 ) TYP
[0.05]

SOIC - 1.75 mm max heightD0008A
SMALL OUTLINE INTEGRATED CIRCUIT

4214825/C   02/2019

NOTES: (continued)
 
6. Publication IPC-7351 may have alternate designs. 
7. Solder mask tolerances between and around signal pads can vary based on board fabrication site.
 

METAL
SOLDER MASK
OPENING

NON SOLDER MASK
DEFINED

SOLDER MASK DETAILS

EXPOSED
METAL

OPENING
SOLDER MASK METAL UNDER

SOLDER MASK

SOLDER MASK
DEFINED

EXPOSED
METAL

LAND PATTERN EXAMPLE
EXPOSED METAL SHOWN

SCALE:8X

SYMM

1

4
5

8

SEE
DETAILS

SYMM
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EXAMPLE STENCIL DESIGN

8X (.061 )
[1.55]

8X (.024)
[0.6]

6X (.050 )
[1.27]

(.213)
[5.4]

(R.002 ) TYP
[0.05]

SOIC - 1.75 mm max heightD0008A
SMALL OUTLINE INTEGRATED CIRCUIT

4214825/C   02/2019

NOTES: (continued)
 
8. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate
    design recommendations.   
9. Board assembly site may have different recommendations for stencil design.
 

SOLDER PASTE EXAMPLE
BASED ON .005 INCH [0.125 MM] THICK STENCIL

SCALE:8X

SYMM

SYMM

1

4
5

8
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PACKAGE OUTLINE

C

8X 0.3
0.2

2 0.1
2X
1.5

1.2 0.1

6X 0.5

0.8
0.7

8X 0.6
0.4

0.05
0.00

A 3.1
2.9

B

3.1
2.9

(0.2) TYP
 

WSON - 0.8 mm max heightDRG0008A
PLASTIC SMALL OUTLINE - NO LEAD

4218885/A   03/2020

PIN 1 INDEX AREA

SEATING PLANE

0.08 C

1

4 5

8

PIN 1 ID 0.1 C A B
0.08 C

THERMAL PAD
EXPOSED

NOTES:
 
1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
    per ASME Y14.5M. 
2. This drawing is subject to change without notice. 
3. The package thermal pad must be soldered to the printed circuit board for thermal and mechanical performance.

SCALE  5.000
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EXAMPLE BOARD LAYOUT
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SCALE:20X

NOTES: (continued)
 
4. This package is designed to be soldered to a thermal pad on the board. For more information, see Texas Instruments literature
    number SLUA271 (www.ti.com/lit/slua271).
5. Vias are optional depending on application, refer to device data sheet. If any vias are implemented, refer to their locations shown
    on this view. It is recommended that vias under paste be filled, plugged or tented.
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EXAMPLE STENCIL DESIGN
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NOTES: (continued)
 
6. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate
    design recommendations. 
 

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL

 
EXPOSED PAD

 84% PRINTED SOLDER COVERAGE BY AREA
SCALE:25X
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設計に関する各種アドバイス、Web ツール、安全性情報、その他のリソースを、欠陥が存在する可能性のある「現状のまま」提供してお
り、商品性および特定目的に対する適合性の黙示保証、第三者の知的財産権の非侵害保証を含むいかなる保証も、明示的または黙示的に
かかわらず拒否します。
これらのリソースは、TI 製品を使用する設計の経験を積んだ開発者への提供を意図したものです。(1) お客様のアプリケーションに適した 
TI 製品の選定、(2) お客様のアプリケーションの設計、検証、試験、(3) お客様のアプリケーションに該当する各種規格や、その他のあら
ゆる安全性、セキュリティ、規制、または他の要件への確実な適合に関する責任を、お客様のみが単独で負うものとします。
上記の各種リソースは、予告なく変更される可能性があります。これらのリソースは、リソースで説明されている TI 製品を使用するアプ
リケーションの開発の目的でのみ、TI はその使用をお客様に許諾します。これらのリソースに関して、他の目的で複製することや掲載す
ることは禁止されています。TI や第三者の知的財産権のライセンスが付与されている訳ではありません。お客様は、これらのリソースを
自身で使用した結果発生するあらゆる申し立て、損害、費用、損失、責任について、TI およびその代理人を完全に補償するものとし、TI
は一切の責任を拒否します。
TI の製品は、TI の販売条件、または ti.com やかかる TI 製品の関連資料などのいずれかを通じて提供する適用可能な条項の下で提供され
ています。TI がこれらのリソースを提供することは、適用される TI の保証または他の保証の放棄の拡大や変更を意味するものではありま
せん。
お客様がいかなる追加条項または代替条項を提案した場合でも、TI はそれらに異議を唱え、拒否します。IMPORTANT NOTICE

郵送先住所：Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2024, Texas Instruments Incorporated
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