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4 Pin Configuration and Functions

A[1U5;|VCC
B[]2
GND [] 3 4;|Y

4-1. DBV or DCK Package 5-PIN SOT-23 OR SC-70 (Top View)

3% 4-1. Pin Functions

G PIN NEiE TYPE DESCRIPTION
1 A | Input A
2 B | Input B
3 GND — Ground Pin
4 Y (6] Output Y
5 Vee — Power Pin
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5 Specifications
5.1 Absolute Maximum Ratings

over operating free-air temperature range (unless otherwise noted)(")

MIN MAX UNIT

Vee Supply voltage -0.5 7 \%
Vi Input voltage@ -0.5 7 \%
Vo Output voltage® -0.5 Vee + 0.5 \%
lik Input clamp current V<0 -20 mA
lok Output clamp current Vo <0orVg>Vce -20 20 mA
lo Continuous output current Vo =0to Ve -25 25 mA

Continuous current through Ve or GND -50 50 mA
Tstg Storage temperature -65 150 °C

(1) Stresses beyond those listed under Absolute Maximum Ratings may cause permanent damage to the device. These are stress
ratings only, which do not imply functional operation of the device at these or any other conditions beyond those indicated under
Recommended Operating Conditions. Exposure to absolute-maximum-rated conditions for extended periods may affect device
reliability.

(2) The input and output voltage ratings may be exceeded if the input and output current ratings are observed.

5.2 ESD Ratings

VALUE UNIT
Human body model (HBM), per ANSI/ESDA/JEDEC JS-001(") +2000
Vesp)  Electrostatic discharge Charged-device model (CDM), per JEDEC specification JESD22- v
s 1000

(1) JEDEC document JEP155 states that 500-V HBM allows safe manufacturing with a standard ESD control process.
(2) JEDEC document JEP157 states that 250-V CDM allows safe manufacturing with a standard ESD control process.

5.3 Recommended Operating Conditions

over operating free-air temperature range (unless otherwise noted)(")

MIN MAX| UNIT
Vee Supply voltage 4.5 5.5 \%
\im High-level input voltage 2 \Y
Vi Low-level Input voltage 0.8 V
V| Input voltage 0 55 Vv
Vo Output voltage 0 Vee| V
lon High-level output current -8 mA
loL Low-level output current 8| mA
At/Av Input transition rise or fall rate 20| ns/V
Ta Operating free-air temperature -40 125| °C

(1)  All unused inputs of the device must be held at V¢ or GND to ensure proper device operation. Refer to the Tl application report,
Implications of Slow or Floating CMOS Inputs (SCBA004).
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5.4 Thermal Information

SN74AHCT1G00
THERMAL METRIC() DBV (SOT-23) DCK (SC-70) UNIT
5 PINS 5 PINS
Reua Junction-to-ambient thermal resistance 278 289.2
ReJcitop) Junction-to-case (top) thermal resistance 180.5 205.8
Reus Junction-to-board thermal resistance 184.4 176.2 oW
Wyt Junction-to-top characterization parameter 115.4 117.6
Wis Junction-to-board characterization parameter 183.4 1751
Rauc(bot) Junction-to-case (bottom) thermal resistance N/A N/A

(1)

5.5 Electrical Characteristics

over operating free-air temperature range (unless otherwise noted)

For more information about traditional and new thermal metrics, see the IC Package Thermal Metrics application report (SPRA953).

Ta =25°C -40°C to 85°C —40°C to 125°C
PARAMETER | TEST CONDITIONS Vee UNIT
MIN TYP MAX MIN MAX MIN MAX
lon = =50 pA 44 45 4.4 4.4
Vou on 45V v
lon = -8 MA 3.94 3.8 3.8
loL = 50 pA 0.1 0.1 0.1
VoL o 45V v
loL = 8 A 0.36 0.44 0.44
I V| = 5.5V or GND 0Vto5.5V 0.1 +1 1| pA
lec Y' - XCC or GND, 55V 1 10 10|  pA
0=
One input at 3.4 V,
Alge Other inputs at V¢ or 55V 1.35 15 15| mA
GND
C V| = Ve or GND 5V 2 10 10 10| pF

M

5.6 Switching Characteristics

over recommended operating free-air temperature range, Vcc =5V £ 0.5 V (unless otherwise noted) (see Load Circuits and
Voltage Waveforms)

This is the increase in supply current for each input at one of the specified TTL voltage levels, rather than 0 V or Vc.

FROM TO LOAD Ta=25°C —40°C to 85°C —40°C to 125°C
EERSNMEIER (INPUT) (OUTPUT) CAPACITANCE TYP MAX MIN MAX MIN MAX S
f 5 6.2 1 71 1 8
PLA AorB Y CL=15pF ns
teuL 5 6.2 1 7.1 1 8
teLp 55 7.9 1 9 1 10
AorB Y C_=15pF ns
teuL 55 7.9 1 9 1 10
5.7 Operating Characteristics
VCC =5 V, TA =25°C
PARAMETER TEST CONDITIONS TYP UNIT
Cpd Power dissipation capacitance No load, f=1MHz 10.5 pF
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5.8 Typical Characteristics

-100 -50 ] 50 100 150
Temperature

5-1. TPD vs Temperature
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6 Parameter Measurement Information

From Output Test

From Output
Under Test T

Under Test Point
CL

(see Note A) ’I‘

LOAD CIRCUIT FOR
TOTEM-POLE OUTPUTS

| w |

| | 3v
Input :X1.5 v X1.5V
ov

VOLTAGE WAVEFORMS
PULSE DURATION
—————— v
Input 15V 1.5V
| I ov
|
tPLH —¢—» —— tPHL
| 1 VOH
Inel;llas? I 50% Voo 50% Vce
utpu I
| | VoL
tPHL —1¢—¥ 4—p— tpLH
| V
OH
Out—nf;_.l;rt:i‘: 50% Ve 50% Vee
——— VoL
VOLTAGE WAVEFORMS

PROPAGATION DELAY TIMES
INVERTING AND NONINVERTING OUTPUTS

NOTES: A. Cpincludes probe and jig capacitance.

CL
(see Note A) ”:Ij

LOAD CIRCUIT FOR
3-STATE AND OPEN-DRAIN OUTPUTS

/’o Vee
- 51
RL=1k) =7 © Open TEST S1
< GND tPLHPHL Open
tpLZ/tPZL Vce
tPHZ/tPZH GND
1 Open Drain Vee
————— 3V
Timing Input 15V
| oV
“«—¥—ty
tgy —4—» |
—_—————— 3V
Data Input 1.5V 1.5V
oV
VOLTAGE WAVEFORMS

SETUP AND HOLD TIMES

Output X X
15V 1.5V
Control I | oV
|
tpzL — ll-l— N etez

Output | ~
Waveform 1 | 50% Veepd | =Vcc
$1at Ve °YCC Yy +03V
(see Note B) . VoL

|

|

|
tpzH >

|
¥ @tz
Output | v
Waveform 2 Ty VOH
1 at GND 50% Ve '\ VOH—03V
(see Note B) 0V
VOLTAGE WAVEFORMS
ENABLE AND DISABLE TIMES

LOW- AND HIGH-LEVEL ENABLING

B. Waveform 1 is for an output with internal conditions such that the output is low except when disabled by the output control.
Waveform 2 is for an output with internal conditions such that the output is high except when disabled by the output control.

moo

All input pulses are supplied by generators having the following characteristics: PRR<1 MHz, Zo=50Q t <3 ns, <3 ns.
The outputs are measured one at a time with one input transition per measurement.
All parameters and waveforms are not applicable to all devices.

6-1. Load Circuits and Voltage Waveforms
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7 Detailed Description
7.1 Overview

The SN74AHCT1GO00 device performs the Boolean function Y = A x B or Y = A + B in positive logic.

The device has TTL inputs that allow up translation from 3.3 V to 5 V. The inputs are high impedance when

VCC =0V.
7.2 Functional Block Diagram
1

7.3 Feature Description

A }
2
B

7-1. Logic Diagram (Positive Logic)

The device is ideal for operating in a 5-V logic system. The low propagation delay allows fast switching and
higher speeds of operation. In addition, the low power consumption makes this device a good choice for portable

and battery power-sensitive applications.

7.4 Device Functional Modes

i® 7-1. Function Table

INPUTS OUTPUT
A B Y
H H L
L X H
X L H

8
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8 Application and Implementation

Pz 3

RTo7705—>3 ERE. TIORRARIEEINDEOTREELS, TITERTOERMET LG
TEMERIEVELEEA, EYOENICHIZHRAOEEMEICOVTR, SEROEETHILT
WEEKZELBNERT, SEREEHIORARREZRIALTANIZZET, JATLADMEEZE
RIDBENBY)ET,

8.1 Application Information

The SN74AHCT1G00 is a low drive CMOS device that can be used for a multitude of bus interface type
applications where output ringing is a concern. The low drive and slow edge rates will minimize overshoot and
undershoot on the outputs. The TTL inputs can except voltages down to 3.3 V and translate up to 5 V.

8.2 Typical Application

3.3V or 5V Vee 5V regulated

ucC or
System

Logic '
L } oV accessory

8-1. Typical Application Schematic

8.2.1 Design Requirements

This device uses CMOS technology and has balanced output drive. Take care to avoid bus contention because
it can drive currents that would exceed maximum limits. The high drive will also create fast edges into light loads
so consider routing and load conditions to prevent ringing.

8.3 Detailed Design Procedure

* Recommended input conditions:

— Specified high and low levels. See (Vg and V| ) in 223>/ 5.3.

— Inputs are overvoltage tolerant allowing them to go as high as 5.5 V at any valid V¢c.
* Recommended output conditions:

— Load currents should not exceed 25 mA per output and 50 mA total for the part.

— Outputs should not be pulled above V.
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8.4 Application Curves

55V
50V
45V
40V
35V
3ov
25V
20V
15V
1.0V
05V
ooV
05V
-15V

Ve =5V

Time — ns

8-2. Switching Characteristics Comparison
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9 Device and Documentation Support
9.1 Documentation Support (Analog)
9.1.1 Related Documentation

For related documentation, see the following:

» Texas Instruments, CMOS Power Consumption and Cpd Calculation application note

« Texas Instruments, Designing With Logic application note

« Texas Instruments, Thermal Characteristics of Standard Linear and Logic (SLL) Packages and Devices
application note

» Texas Instruments, Implications of Slow or Floating CMOS Inputs application note

92 RFIAIXVNOEHBAEZZ TEDHE

RFEFIXNOEFHICOVWTOBENZZITESICIE., ticom ODFNAARB 7 AN 2RV TLKEEY, TE
FOBEHNZZTEZ, 29V YILTERTDIE, EBEECNEITXNTORRBERICETZIZFADSIANEEE
ZTMNET, TEOFHMICOVTIERE, BEENERFIXNIETFNTVWIHETBEEZCBELSEE L,

9.3 HAR—K- VY—2A

TIE2E™ HR—K - 7F3—FALlFE, TV ZT7HIRIEZEAOERZERFTICETAIERNEIFA/N—MYSE
EADEBEEBDCENTEDEMTYT, BFEORZZRRELLY., REOBEBMZLLY TS LT, EFFTH
ERLTEEZRARICBDZIENTEET,

D2ooEnTWVWBATUVIE, ZHTIEBMEICKY), BROFERHEIADIENDTT, chslE T ogH
EBETRENOTRELEL, BT LETIORBERBMLEEDTREDYERA,. TIOFRAZHEEZSBLTLSESE
Wo

9.4 Trademarks

TI E2E™ is a trademark of Texas Instruments.
FTRNTCOBEERK., ThEFIhOFREEICRELET,

9.5 BESHEICHETIIEEN
COICIE, ESDICK > THEITIUWEEMN HYWERT, TFHA A VAVIXADVE, ICZRYRSKEICEEICHE
A PEEEEIS CEZHBLET, ELVEVYRVBSLTREFIBICRDEVEE, NI AZBIEITZIE TN HYE
3‘0
‘m ESD ICkBHiBIE, DINBHUEBTASTNSA ANDTLBEHEETEZRKICOEYET, BEEIC DEE, NTX—1

ADFHCENTREFTTARENTVRMEERDN SHANDAEEN HD 12D, BEARELPIT<BEI2TVET,

9.6 AI%E
FEHR AVAVILAVYVEAZEE CORASZSEICR. AEPBRIEO—ESLVEBEIf BHEhTLVET,

10 Revision History

Changes from Revision O (October 2023) to Revision P (February 2024) Page
* Updated thermal values for DBV package from R6JA = 208.2 to 278, R6JC(top) = 76.1 to 180.5, R6JB = 52.5

to 184.4, WJT =4 to 115.4, WJB = 51.8 to 183.4, RBJC(bot) = N/A, all values in °C/W ...........ccccvvveeeiiiiieeennnns 5
Changes from Revision N (March 2015) to Revision O (October 2023) Page
o TNYT—=DBHL RICINYT =D HAXBIBIN oo 1
* Updated thermal values for DCK package from ROJA = 287.6 to 289.2, R6JC(top) = 97.7 to 205.8, ROJB = 65

to 176.2, WJT =2 to 117.6, WJIB = 64.2 to 175.1, RBJC(bot) = N/A, all values in °C/W ...........cccveeeeviciieeennnns 5
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11 Mechanical, Packaging, and Orderable Information

The following pages include mechanical, packaging, and orderable information. This information is the most
current data available for the designated devices. This data is subject to change without notice and revision of
this document. For browser-based versions of this data sheet, refer to the left-hand navigation.
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PACKAGING INFORMATION

Orderable Device Status Package Type Package Pins Package Eco Plan Lead finish/ MSL Peak Temp Op Temp (°C) Device Marking Samples
@ Drawing Qty @ Ball material ®3) (4/5)
(6)
74AHCT1GOODBVRG4 ACTIVE SOT-23 DBV 5 3000 ROHS & Green NIPDAU Level-1-260C-UNLIM -40 to 125 BOOG
74AHCT1GO0ODCKRE4 ACTIVE SC70 DCK 5 3000 RoOHS & Green NIPDAU Level-1-260C-UNLIM -40 to 125 BA3
74AHCT1GOODCKRG4 ACTIVE SC70 DCK 5 3000 RoOHS & Green NIPDAU Level-1-260C-UNLIM -40 to 125 BA3
SN74AHCT1G00DBVR ACTIVE SOT-23 DBV 5 3000 RoOHS & Green NIPDAU | SN Level-1-260C-UNLIM -40 to 125 (B003, BOOG, B0OJ,
B0OOS)
SN74AHCT1G00DCK3 ACTIVE SC70 DCK 5 3000 RoHS & SNBI Level-1-260C-UNLIM -40 to 85 BAY
Non-Green
SN74AHCT1GO0ODCKR ACTIVE SC70 DCK 5 3000 RoOHS & Green NIPDAU | SN Level-1-260C-UNLIM -40 to 125 (BA3, BAG, BAJ, BA
S)

@ The marketing status values are defined as follows:

ACTIVE: Product device recommended for new designs.

LIFEBUY: Tl has announced that the device will be discontinued, and a lifetime-buy period is in effect.

NRND: Not recommended for new designs. Device is in production to support existing customers, but Tl does not recommend using this part in a new design.
PREVIEW: Device has been announced but is not in production. Samples may or may not be available.

OBSOLETE: Tl has discontinued the production of the device.

@ RoHS: TI defines "RoHS" to mean semiconductor products that are compliant with the current EU RoHS requirements for all 10 RoHS substances, including the requirement that RoHS substance
do not exceed 0.1% by weight in homogeneous materials. Where designed to be soldered at high temperatures, "RoHS" products are suitable for use in specified lead-free processes. Tl may
reference these types of products as "Pb-Free".

RoHS Exempt: Tl defines "RoHS Exempt" to mean products that contain lead but are compliant with EU RoHS pursuant to a specific EU RoHS exemption.

Green: Tl defines "Green" to mean the content of Chlorine (Cl) and Bromine (Br) based flame retardants meet JS709B low halogen requirements of <=1000ppm threshold. Antimony trioxide based
flame retardants must also meet the <=1000ppm threshold requirement.

® MsL, Peak Temp. - The Moisture Sensitivity Level rating according to the JEDEC industry standard classifications, and peak solder temperature.
@ There may be additional marking, which relates to the logo, the lot trace code information, or the environmental category on the device.

® Multiple Device Markings will be inside parentheses. Only one Device Marking contained in parentheses and separated by a "~" will appear on a device. If a line is indented then it is a continuation
of the previous line and the two combined represent the entire Device Marking for that device.
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® | ead finish/Ball material - Orderable Devices may have multiple material finish options. Finish options are separated by a vertical ruled line. Lead finish/Ball material values may wrap to two
lines if the finish value exceeds the maximum column width.

Important Information and Disclaimer: The information provided on this page represents Tl's knowledge and belief as of the date that it is provided. Tl bases its knowledge and belief on information
provided by third parties, and makes no representation or warranty as to the accuracy of such information. Efforts are underway to better integrate information from third parties. Tl has taken and
continues to take reasonable steps to provide representative and accurate information but may not have conducted destructive testing or chemical analysis on incoming materials and chemicals.
Tl and Tl suppliers consider certain information to be proprietary, and thus CAS numbers and other limited information may not be available for release.

In no event shall TI's liability arising out of such information exceed the total purchase price of the Tl part(s) at issue in this document sold by Tl to Customer on an annual basis.

OTHER QUALIFIED VERSIONS OF SN74AHCT1G00 :
o Automotive : SN74AHCT1G00-Q1

NOTE: Qualified Version Definitions:

o Automotive - Q100 devices qualified for high-reliability automotive applications targeting zero defects
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TAPE AND REEL INFORMATION
REEL DIMENSIONS TAPE DIMENSIONS
4 [¢ KO [« P1L—>
LR ey R g T
o| |e e Bo W
el |
. Diameter ' '
Cavity —>| AO |<—
A0 | Dimension designed to accommodate the component width
B0 | Dimension designed to accommodate the component length
KO | Dimension designed to accommodate the component thickness
A W | Overal width of the carrier tape
i P1 | Pitch between successive cavity centers
[ [ ]
_f Reel Width (W1)
QUADRANT ASSIGNMENTSFOR PIN 1 ORIENTATION IN TAPE
O 0O O 0O 0O 0O 0O Sprocket Holes
| |
T T
St N Il )
H4-—q--4 t--1--1
Q3 1 Q4 Q3 | User Direction of Feed
[ & A |
T T
N
Pocket Quadrants
*All dimensions are nominal
Device Package |Package|Pins| SPQ Reel Reel A0 BO KO P1 w Pinl
Type |Drawing Diameter| Width | (mm) | (mm) | (mm) [ (mm) [ (mm) |Quadrant
(mm) |W1(mm)
74AHCT1GOODBVRG4 | SOT-23 | DBV 5 3000 178.0 9.0 323 | 317 | 137 | 4.0 8.0 Q3
74AHCT1GOODCKRG4 | SC70 DCK 5 3000 178.0 9.2 24 2.4 122 | 40 8.0 Q3
SN74AHCT1GO0ODBVR | SOT-23 | DBV 5 3000 178.0 9.0 3.3 3.2 14 4.0 8.0 Q3
SN74AHCT1GOODBVR | SOT-23 | DBV 5 3000 180.0 8.4 323 | 317 | 1.37 | 4.0 8.0 Q3
SN74AHCT1GO0ODCKR | SC70 DCK 5 3000 178.0 9.2 2.4 2.4 122 | 40 8.0 Q3
SN74AHCT1GOODCKR | SC70 DCK 5 3000 178.0 9.0 24 25 12 4.0 8.0 Q3
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TAPE AND REEL BOX DIMENSIONS
*All dimensions are nominal
Device Package Type |Package Drawing| Pins SPQ Length (mm) | Width (mm) | Height (mm)

74AHCT1GO0ODBVRG4 SOT-23 DBV 5 3000 180.0 180.0 18.0
74AHCT1GOODCKRG4 SC70 DCK 5 3000 180.0 180.0 18.0
SN74AHCT1G00DBVR SOT-23 DBV 5 3000 180.0 180.0 18.0
SN74AHCT1G00DBVR SOT-23 DBV 5 3000 202.0 201.0 28.0
SN74AHCT1GO00DCKR SC70 DCK 5 3000 180.0 180.0 18.0
SN74AHCT1GO00DCKR SC70 DCK 5 3000 180.0 180.0 18.0
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PACKAGE OUTLINE

DBVOOO5A SOT-23 - 1.45 mm max height
SMALL OUTLINE TRANSISTOR
3.0
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|
|

4
\
L NOTE 5
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0.3

TYP

SEATING PLANE

1.45
0.90

ALTERNATIVE PACKAGE SINGULATION VIEW

4214839/J 02/2024

NOTES:

AOWN =

)]

per ASME Y14.5M.

exceed 0.25 mm per side.

. This drawing is subject to change without notice.
. Refernce JEDEC MO-178.
. Body dimensions do not include mold flash, protrusions, or gate burrs. Mold flash, protrusions, or gate burrs shall not

. Support pin may differ or may not be present.

. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
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EXAMPLE BOARD LAYOUT
DBVOOO5A SOT-23 - 1.45 mm max height

SMALL OUTLINE TRANSISTOR

—= BX(11) =

f

5X (0.6)

f
T

2X (0.95)

(R0.05) TYP

LAND PATTERN EXAMPLE
EXPOSED METAL SHOWN
SCALE:15X

SOLDER MASK METAL METAL UNDER SOLDER MASK
OPENING \‘ SOLDER MASK‘\
|
/
EXPOSED METAL— |
J L 0.07 MAX JL 0.07 MIN

EXPOSED METAL

ARROUND ARROUND
NON SOLDER MASK SOLDER MASK
DEFINED DEFINED
(PREFERRED)

SOLDER MASK DETAILS

4214839/J 02/2024

NOTES: (continued)

6. Publication IPC-7351 may have alternate designs.
7. Solder mask tolerances between and around signal pads can vary based on board fabrication site.
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EXAMPLE STENCIL DESIGN
DBVOOO5A SOT-23 - 1.45 mm max height

SMALL OUTLINE TRANSISTOR

PKG
—= BX(L1) = ¢

1 1l % | |
5
oo
ﬁ [ I
— ‘ L SYMM
[ Tt

‘ |
T
L7(2-5)4’

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL
SCALE:15X

(RO.05) TYP

4214839/J 02/2024

NOTES: (continued)

8. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate
design recommendations.
9. Board assembly site may have different recommendations for stencil design.
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PACKAGE OUTLINE
SOT - 1.1 max height

DCKOOO5A

SMALL OUTLINE TRANSISTOR

-

N
o]
©
i
(@]

f

PIN 1 : = L1MAX
INDEX AREA

]

[ 1
| —

tEUL

0.1
0.0 TYP
NOTE 5
0.22
GAGE PLANE
\[ 0.08 TYP

g TF/L»— 020 vp \ T

> TYP
0 0.26 SEATING PLANE
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NOTES:

1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
per ASME Y14.5M.

2. This drawing is subject to change without notice.

3. Refernce JEDEC MO-203.

4. Support pin may differ or may not be present.

5. Lead width does not comply with JEDEC.
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EXAMPLE BOARD LAYOUT
DCKOOO5A SOT - 1.1 max height

SMALL OUTLINE TRANSISTOR

-— bp—-—-r—-—¢  3)
2
2X(—(“)-765) \ ‘ T l
L | .

(R0.05) TYP Li 2.2) 4J

LAND PATTERN EXAMPLE
EXPOSED METAL SHOWN
SCALE:18X

SOLDER MASK METAL METAL UNDER SOLDER MASK
OPENING \‘ SOLDER MASK‘\

EXPOSED METAL EXPOSED METAL/
J qu 0.07 MAX J L 0.07 MIN
ARROUND ARROUND
NON SOLDER MASK SOLDER MASK
DEFINED DEFINED
(PREFERRED)

SOLDER MASK DETAILS
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NOTES: (continued)

6. Publication IPC-7351 may have alternate designs.
7. Solder mask tolerances between and around signal pads can vary based on board fabrication site.

INSTRUMENTS
www.ti.com




EXAMPLE STENCIL DESIGN
DCKOOO5A SOT - 1.1 max height

SMALL OUTLINE TRANSISTOR

| j 5X(?.95) ¢
5X (0.4) %—4—}7777 5 .
! SYMMT

T 2 ***7***‘7*74; 1.3)
|

2X(0.65)

(R0.05) TYP

SOLDER PASTE EXAMPLE
BASED ON 0.125 THICK STENCIL
SCALE:18X
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NOTES: (continued)

8. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate
design recommendations.
9. Board assembly site may have different recommendations for stencil design.
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