
TPS3809x 3 端子電源電圧監視 IC

1 特長
• 3 ピンの SOT-23 パッケージ

• 消費電流 9µA (標準値)
• 高精度の電源電圧モニタ

2.5V、3V、3.3V、5V
• MAX 809 とピン互換

• 温度範囲：–40℃～+85℃

2 アプリケーション
• ファクトリ・オートメーション

• ワイヤレス・スピーカ

• モーター・ドライブ

• サーバー

• 家電製品

• 電気メーター

• ビル・オートメーション

3 概要
TPS3809 ファミリの監視回路は、主に DSP およびプロセ

ッサ・ベースのシステムの回路の初期化とタイミングの監視
を行います。新しい TLV809E デバイスは、同じピン、機

能、電気的パラメータを持つ代替品です。

電源投入時には、電源電圧 VDD が 1.1V を上回ると 

RESET ピンがアサートされます。その後、この電源電圧

監視 IC が VDD を監視し、VDD がスレッショルド電圧 VIT 
を下回っている間は RESET ピンをアクティブに維持しま

す。内蔵のタイマは、システムを確実に正しくリセットさせる
ため、出力が非アクティブ状態 (HIGH) に戻るのを遅らせ

ます。この遅延時間 (td(typ) = 200 ms) は、VDD がスレッシ

ョルド電圧 VIT を上回ったときにカウントを開始します。電

源電圧がスレッショルド電圧 VIT を下回ると、出力は再び

アクティブ (LOW) になります。外付け部品は不要です。こ

のファミリのデバイスはすべて、内部分圧回路により検出ス
レッショルド電圧 VIT が固定値になっています。

この製品ファミリは、2.5V、3V、3.3V、5V の電源電圧用に

設計されています。これらの回路は 3 ピンの SOT-23 パッ

ケージで供給されます。TPS3809 デバイスは、-40℃～

85°C の温度範囲で動作が規定されています。

製品情報
部品番号 パッケージ (1) 本体サイズ (公称)

TPS3809 SOT-23 (3) (DBV) 2.90mm × 1.60mm

(1) 利用可能なパッケージについては、このデータシートの末尾にあ
る注文情報を参照してください。
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5 Device Comparison
表 5-1. Device Comparison Table 

TA DEVICE NAME THRESHOLD VOLTAGE MARKING

–40°C to 85°C

TPS3809J25DBVR TPS3809J25DBVT 2.25 V PCZI

TPS3809L30DBVR TPS3809L30DBVT 2.64 V PDAI

TPS3809K33DBVR TPS3809K33DBVT 2.93 V PDBI

TPS3809I50DBVR TPS3809I50DBVT 4.55 V PDCI

25

Family

J9TPS380 RDBV

Reel

Package

Nominal Supply Voltage

Nominal Threshold Voltage

Functionality

FUNCTION/TRUTH TABLE, TPS3809 ORDERING INFORMATION

L

RESET

H

0
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1
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6 Pin Configuration and Functions
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図 6-1. Pin configuration

表 6-1. Pin Functions
PIN

I/O(1) DESCRIPTION
NAME NO.

GND 1 - This pin should be connected to ground with a low-impedance connection.

RESET 2 O
RESET is an active low signal, asserting when VDD is below the threshold voltage. When VDD rises 
above VIT, there is a delay time (td) until RESET deasserts.
RESET is a push-pull output stage.

VDD 3 - Supply voltage pin. A 0.1-µF ceramic capacitor from this pin to ground is recommended to improve 
stability of the threshold voltage
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7 Specifications
7.1 Absolute Maximum Ratings (1) (2)

Over operating free-air temperature range (unless otherwise noted).
UNIT

Supply voltage, VDD 6.5 V

All other pins –0.3 V to 6.5 V

Maximum low-output current, IOL 5 mA

Maximum high-output current, IOH –5 mA

Input-clamp current, IIK (VI < 0 or VI > VDD) ±20 mA

Output-clamp current, IOK (VO < 0 or VO > VDD) ±20 mA

Continuous total power dissipation See Dissipation Rating Table

Operating free-air temperature range, TA –40°C to 85°C

Storage temperature range, Tstg –65°C to 150°C

(1) Stresses beyond those listed under absolute maximum ratings may cause permanent damage to the device. These are stress ratings 
only, and functional operation of the device at these or any other conditions beyond those indicated under recommended operating 
conditions is not implied. Exposure to absolute-maximum-rated conditions for extended periods may affect device reliability.

(2) All voltage values are with respect to GND. For reliable operation, the device should not be operated at 6.5 V for more than t = 1000h 
continuously.

7.2 Recommended Operating Conditions
MIN MAX UNIT

Supply voltage, VDD 2 6 V

RESET current sink during startup 50 µA

Operating free-air temperature range, TA –40 +85 °C

7.3 Dissipation Ratings

PACKAGE TA < 25°C
POWER RATING

DERATING FACTOR
ABOVE TA < 25°C

TA = 70°C
POWER RATING

TA = 85°C
POWER RATING

DBV 437 mW 3.5 mW/°C 280 mW 227 mW

7.4 Electrical Characteristics
Over recommended operating free-air temperature range (unless otherwise noted).

PARAMETER TEST CONDITIONS
TPS3809xx

MIN TYP MAX UNIT

VOH High-level output voltage

VDD = 2.5 V to 6 V IOH = –500 μA VDD –0.2

VVDD = 3.3 V IOH = –2 mA VDD –0.4

VDD = 6 V IOH = –4 mA VDD –0.4

VOL Low-level output voltage

VDD = 2 V to 6 V, IOL = 500 μA 0.3

VVDD = 3.3 V, IOL = 2 mA 0.4

VDD = 6 V, IOL = 4 mA 0.4

Power-up reset voltage(1) VDD ≥ 1.1 V, IOL = 50 μA 0.2 V

VIT–
Negative-going input 
threshold voltage(2)

TPS3809J25

TA = –40°C to 85°C

2.2 2.25 2.3

V
TPS3809L30 2.58 2.64 2.7

TPS3809K33 2.87 2.93 2.99

TPS3809I50 4.45 4.55 4.65

Vhys Threshold hysteresis

TPS3809J25 30

mV
TPS3809L30 35

TPS3809K33 40

TPS3809I50 60
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Over recommended operating free-air temperature range (unless otherwise noted).

PARAMETER TEST CONDITIONS
TPS3809xx

MIN TYP MAX UNIT

IDD Supply current
VDD = 2 V, output unconnected 9 12

μA
VDD = 6 V, output unconnected 20 25

Ci Input capacitance VI = 0 V to VDD 5 pF

(1) The lowest supply voltage at which RESET becomes active. tr, VDD ≥ 15 μs/V.
(2) To ensure the best stability of the threshold voltage, a bypass capacitor (0.1-μF ceramic) should be placed near the supply terminals.

7.5 Timing Requirements
at RL = 1 MΩ, CL = 50 pF, TA = 25°C
PARAMETER TEST CONDITIONS MIN TYP MAX UNIT
tw Pulse width at VDD VDD = VIT– + 0.2 V, VDD = VIT– –0.2 V 10 μs

7.6 Switching Characteristics
at RL = 1 MΩ, CL = 50 pF, TA = 25°C
PARAMETER TEST CONDITIONS MIN TYP MAX UNIT

td Delay time VDD ≥ VIT– + 0.2 V,
See timing diagram 120 200 280 ms

tPHL
Propagation (delay) time, high-to-low-level 
output VDD to RESET delay

VIL = VIT– – 0.2 V,
VIH = VIT– + 0.2 V 10 μs

7.7 Timing Diagram

td

t

VDD

aaaaa
aaaaa
aaaaa
aaaaa
aaaaa

aaaa
aaaa
aaaa
aaaa
aaaa

V(NOM)
VIT

1.1 V

1

0 t

For VDD< 1.1 V Undefined

Behavior of RESET Output

RESET

td
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7.8 Typical Characteristics
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7.8 Typical Characteristics (continued)
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8 Detailed Description
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Logic

+

Timer

9 静電気放電に関する注意事項
この IC は、ESD によって破損する可能性があります。テキサス・インスツルメンツは、IC を取り扱う際には常に適切な注意を払うこと

を推奨します。正しい ESD 対策をとらないと、デバイスを破損するおそれがあります。

ESD による破損は、わずかな性能低下からデバイスの完全な故障まで多岐にわたります。精密な IC の場合、パラメータがわずか

に変化するだけで公表されている仕様から外れる可能性があるため、破損が発生しやすくなっています。

www.tij.co.jp
TPS3809J25, TPS3809L30, TPS3809K33, TPS3809I50

JAJS349D – AUGUST 1999 – REVISED DECEMBER 2020

Copyright © 2022 Texas Instruments Incorporated Submit Document Feedback 9

Product Folder Links: TPS3809J25 TPS3809L30 TPS3809K33 TPS3809I50

https://www.tij.co.jp
https://www.ti.com/product/ja-jp/tps3809j25?qgpn=tps3809j25
https://www.ti.com/product/ja-jp/tps3809l30?qgpn=tps3809l30
https://www.ti.com/product/ja-jp/tps3809k33?qgpn=tps3809k33
https://www.ti.com/product/ja-jp/tps3809i50?qgpn=tps3809i50
https://www.tij.co.jp/jp/lit/pdf/JAJS349
https://www.ti.com/feedbackform/techdocfeedback?litnum=JAJS349D&partnum=TPS3809J25
https://www.ti.com/product/ja-jp/tps3809j25?qgpn=tps3809j25
https://www.ti.com/product/ja-jp/tps3809l30?qgpn=tps3809l30
https://www.ti.com/product/ja-jp/tps3809k33?qgpn=tps3809k33
https://www.ti.com/product/ja-jp/tps3809i50?qgpn=tps3809i50


PACKAGE OPTION ADDENDUM

www.ti.com 18-Dec-2023

PACKAGING INFORMATION

Orderable Device Status
(1)

Package Type Package
Drawing

Pins Package
Qty

Eco Plan
(2)

Lead finish/
Ball material

(6)

MSL Peak Temp
(3)

Op Temp (°C) Device Marking
(4/5)

Samples

TPS3809I50DBVR ACTIVE SOT-23 DBV 3 3000 RoHS & Green NIPDAU Level-1-260C-UNLIM -40 to 85 PDCI Samples

TPS3809I50DBVRG4 ACTIVE SOT-23 DBV 3 3000 TBD Call TI Call TI -40 to 85 Samples

TPS3809I50DBVT ACTIVE SOT-23 DBV 3 250 RoHS & Green NIPDAU Level-1-260C-UNLIM -40 to 85 PDCI Samples

TPS3809J25DBVR ACTIVE SOT-23 DBV 3 3000 RoHS & Green NIPDAU Level-1-260C-UNLIM -40 to 85 PCZI Samples

TPS3809J25DBVT ACTIVE SOT-23 DBV 3 250 RoHS & Green NIPDAU Level-1-260C-UNLIM -40 to 85 PCZI Samples

TPS3809K33DBVR ACTIVE SOT-23 DBV 3 3000 RoHS & Green NIPDAU Level-1-260C-UNLIM -40 to 85 PDBI Samples

TPS3809K33DBVRG4 ACTIVE SOT-23 DBV 3 3000 TBD Call TI Call TI -40 to 85 Samples

TPS3809K33DBVT ACTIVE SOT-23 DBV 3 250 RoHS & Green NIPDAU Level-1-260C-UNLIM -40 to 85 PDBI Samples

TPS3809L30DBVR ACTIVE SOT-23 DBV 3 3000 RoHS & Green NIPDAU Level-1-260C-UNLIM -40 to 85 PDAI Samples

TPS3809L30DBVRG4 ACTIVE SOT-23 DBV 3 3000 TBD Call TI Call TI -40 to 85 Samples

TPS3809L30DBVT ACTIVE SOT-23 DBV 3 250 RoHS & Green NIPDAU Level-1-260C-UNLIM -40 to 85 PDAI Samples

 
(1) The marketing status values are defined as follows:
ACTIVE: Product device recommended for new designs.
LIFEBUY: TI has announced that the device will be discontinued, and a lifetime-buy period is in effect.
NRND: Not recommended for new designs. Device is in production to support existing customers, but TI does not recommend using this part in a new design.
PREVIEW: Device has been announced but is not in production. Samples may or may not be available.
OBSOLETE: TI has discontinued the production of the device.

 
(2) RoHS:  TI defines "RoHS" to mean semiconductor products that are compliant with the current EU RoHS requirements for all 10 RoHS substances, including the requirement that RoHS substance
do not exceed 0.1% by weight in homogeneous materials. Where designed to be soldered at high temperatures, "RoHS" products are suitable for use in specified lead-free processes. TI may
reference these types of products as "Pb-Free".
RoHS Exempt: TI defines "RoHS Exempt" to mean products that contain lead but are compliant with EU RoHS pursuant to a specific EU RoHS exemption.
Green: TI defines "Green" to mean the content of Chlorine (Cl) and Bromine (Br) based flame retardants meet JS709B low halogen requirements of <=1000ppm threshold. Antimony trioxide based
flame retardants must also meet the <=1000ppm threshold requirement.

 
(3) MSL, Peak Temp. - The Moisture Sensitivity Level rating according to the JEDEC industry standard classifications, and peak solder temperature.
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(4) There may be additional marking, which relates to the logo, the lot trace code information, or the environmental category on the device.

 
(5) Multiple Device Markings will be inside parentheses. Only one Device Marking contained in parentheses and separated by a "~" will appear on a device. If a line is indented then it is a continuation
of the previous line and the two combined represent the entire Device Marking for that device.

 
(6) Lead finish/Ball material - Orderable Devices may have multiple material finish options. Finish options are separated by a vertical ruled line. Lead finish/Ball material values may wrap to two
lines if the finish value exceeds the maximum column width.

 
Important Information and Disclaimer:The information provided on this page represents TI's knowledge and belief as of the date that it is provided. TI bases its knowledge and belief on information
provided by third parties, and makes no representation or warranty as to the accuracy of such information. Efforts are underway to better integrate information from third parties. TI has taken and
continues to take reasonable steps to provide representative and accurate information but may not have conducted destructive testing or chemical analysis on incoming materials and chemicals.
TI and TI suppliers consider certain information to be proprietary, and thus CAS numbers and other limited information may not be available for release.

 
In no event shall TI's liability arising out of such information exceed the total purchase price of the TI part(s) at issue in this document sold by TI to Customer on an annual basis.

 
 OTHER QUALIFIED VERSIONS OF TPS3809 :

• Automotive : TPS3809-Q1

• Enhanced Product : TPS3809-EP

 NOTE: Qualified Version Definitions:

• Automotive - Q100 devices qualified for high-reliability automotive applications targeting zero defects

• Enhanced Product - Supports Defense, Aerospace and Medical Applications
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TAPE AND REEL INFORMATION

Reel Width (W1)

REEL DIMENSIONS

A0
B0
K0
W

Dimension designed to accommodate the component length
Dimension designed to accommodate the component thickness
Overall width of the carrier tape
Pitch between successive cavity centers

Dimension designed to accommodate the component width

TAPE DIMENSIONS

K0  P1

B0 W

A0Cavity

QUADRANT ASSIGNMENTS FOR PIN 1 ORIENTATION IN TAPE

Pocket Quadrants

Sprocket Holes

Q1 Q1Q2 Q2

Q3 Q3Q4 Q4 User Direction of Feed

P1

Reel
Diameter

 
*All dimensions are nominal

Device Package
Type

Package
Drawing

Pins SPQ Reel
Diameter

(mm)

Reel
Width

W1 (mm)

A0
(mm)

B0
(mm)

K0
(mm)

P1
(mm)

W
(mm)

Pin1
Quadrant

TPS3809I50DBVR SOT-23 DBV 3 3000 178.0 9.0 3.3 3.2 1.4 4.0 8.0 Q3

TPS3809I50DBVT SOT-23 DBV 3 250 178.0 9.0 3.3 3.2 1.4 4.0 8.0 Q3

TPS3809J25DBVR SOT-23 DBV 3 3000 178.0 9.0 3.3 3.2 1.4 4.0 8.0 Q3

TPS3809J25DBVT SOT-23 DBV 3 250 178.0 9.0 3.3 3.2 1.4 4.0 8.0 Q3

TPS3809K33DBVR SOT-23 DBV 3 3000 178.0 9.0 3.3 3.2 1.4 4.0 8.0 Q3

TPS3809K33DBVT SOT-23 DBV 3 250 178.0 9.0 3.3 3.2 1.4 4.0 8.0 Q3

TPS3809L30DBVR SOT-23 DBV 3 3000 178.0 9.0 3.3 3.2 1.4 4.0 8.0 Q3

TPS3809L30DBVT SOT-23 DBV 3 250 178.0 9.0 3.3 3.2 1.4 4.0 8.0 Q3
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TAPE AND REEL BOX DIMENSIONS

Width (mm)

W L

H

 
*All dimensions are nominal

Device Package Type Package Drawing Pins SPQ Length (mm) Width (mm) Height (mm)

TPS3809I50DBVR SOT-23 DBV 3 3000 180.0 180.0 18.0

TPS3809I50DBVT SOT-23 DBV 3 250 180.0 180.0 18.0

TPS3809J25DBVR SOT-23 DBV 3 3000 180.0 180.0 18.0

TPS3809J25DBVT SOT-23 DBV 3 250 180.0 180.0 18.0

TPS3809K33DBVR SOT-23 DBV 3 3000 180.0 180.0 18.0

TPS3809K33DBVT SOT-23 DBV 3 250 180.0 180.0 18.0

TPS3809L30DBVR SOT-23 DBV 3 3000 180.0 180.0 18.0

TPS3809L30DBVT SOT-23 DBV 3 250 180.0 180.0 18.0
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PACKAGE OUTLINE

C

0.22
0.12 TYP

0.25

3.0
2.6

1.45
0.90

0.15
0.00 TYP

3X 0.5
0.3

0.6
0.3 TYP

8
0  TYP

1.9

0.95

(0.15)
(0.1)

A

3.05
2.75

B1.75
1.45

(1.1)

SOT-23 - 1.45 mm max heightDBV0003A
SMALL OUTLINE TRANSISTOR

4220743/B   03/2023

NOTES: 
 
1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
    per ASME Y14.5M.
2. This drawing is subject to change without notice.
3. Refernce JEDEC MO-178.
4. Body dimensions do not include mold flash, protrusions, or gate burrs. Mold flash, protrusions, or gate burrs shall not
    exceed 0.25 mm per side.
5. Support pin may differ or may not be present.

0.2 C A B

1

3

2

INDEX AREA
PIN 1

NOTE 5

GAGE PLANE

SEATING PLANE

0.1 C

SCALE  4.000
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EXAMPLE BOARD LAYOUT

0.07 MAX
ARROUND

0.07 MIN
ARROUND

3X (1.1)

3X (0.6)

(2.6)

2X (0.95)

(R0.05) TYP

4220743/B   03/2023

SOT-23 - 1.45 mm max heightDBV0003A
SMALL OUTLINE TRANSISTOR

NOTES: (continued)
 
6. Publication IPC-7351 may have alternate designs. 
7. Solder mask tolerances between and around signal pads can vary based on board fabrication site.
 

SYMM

LAND PATTERN EXAMPLE
EXPOSED METAL SHOWN

SCALE:15X

PKG

1

3

2

SOLDER MASK
OPENINGMETAL UNDER

SOLDER MASK

SOLDER MASK
DEFINED

EXPOSED METAL

METALSOLDER MASK
OPENING

NON SOLDER MASK
DEFINED

(PREFERRED)

SOLDER MASK DETAILS

EXPOSED METAL
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EXAMPLE STENCIL DESIGN

(2.6)

2X(0.95)

3X (1.1)

3X (0.6)

(R0.05) TYP

SOT-23 - 1.45 mm max heightDBV0003A
SMALL OUTLINE TRANSISTOR

4220743/B   03/2023

NOTES: (continued)
 
8. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate
     design recommendations. 
9. Board assembly site may have different recommendations for stencil design.
 

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL

SCALE:15X

SYMM

PKG

1

3

2



重要なお知らせと免責事項
TI は、技術データと信頼性データ (データシートを含みます)、設計リソース (リファレンス・デザインを含みます)、アプリケーションや
設計に関する各種アドバイス、Web ツール、安全性情報、その他のリソースを、欠陥が存在する可能性のある「現状のまま」提供してお
り、商品性および特定目的に対する適合性の黙示保証、第三者の知的財産権の非侵害保証を含むいかなる保証も、明示的または黙示的に
かかわらず拒否します。
これらのリソースは、TI 製品を使用する設計の経験を積んだ開発者への提供を意図したものです。(1) お客様のアプリケーションに適した 
TI 製品の選定、(2) お客様のアプリケーションの設計、検証、試験、(3) お客様のアプリケーションに該当する各種規格や、その他のあら
ゆる安全性、セキュリティ、規制、または他の要件への確実な適合に関する責任を、お客様のみが単独で負うものとします。
上記の各種リソースは、予告なく変更される可能性があります。これらのリソースは、リソースで説明されている TI 製品を使用するアプ
リケーションの開発の目的でのみ、TI はその使用をお客様に許諾します。これらのリソースに関して、他の目的で複製することや掲載す
ることは禁止されています。TI や第三者の知的財産権のライセンスが付与されている訳ではありません。お客様は、これらのリソースを
自身で使用した結果発生するあらゆる申し立て、損害、費用、損失、責任について、TI およびその代理人を完全に補償するものとし、TI
は一切の責任を拒否します。
TI の製品は、TI の販売条件、または ti.com やかかる TI 製品の関連資料などのいずれかを通じて提供する適用可能な条項の下で提供され
ています。TI がこれらのリソースを提供することは、適用される TI の保証または他の保証の放棄の拡大や変更を意味するものではありま
せん。
お客様がいかなる追加条項または代替条項を提案した場合でも、TI はそれらに異議を唱え、拒否します。IMPORTANT NOTICE

郵送先住所：Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2023, Texas Instruments Incorporated

https://www.ti.com/ja-jp/legal/terms-conditions/terms-of-sale.html
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