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1.  MATERIAL: t-GLOBAL TECHNOLOGY H48-6G-50-10-0.8-1A A [CHANGED SUPPLIER AND VIEWS 10272014 | S8
THERMAL CONDUCTIVE PAD 60X12X0.8MM WITH ADHESIVE
DIGI-KEY PART NUMBER: 1168-1679-ND
D 2. COMPRESSION HEIGHT IS DEPENDANT ON APPLIED PRESSURE. D
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A UNLESS OTHERWISE SPECIFIED | 2/8vE smiTH T0/97/2014 7 }“EXAS A
® DIMENSIONS ARE IN MILLIMETERS Engr NSTRUMENTS
® TOLERANCES: ANGLES #1° STEVE SMITH 10/27/2014
2 PLACE DECIMALS 0.25 CQE/QA PAD2005 THERMAL PAD
1 PLACE DECIMALS +0.50
® DIMENSIONAL LIMITS APPLY BEFORE PROCESSES CcM
;:L;{EE(?#SEE [ Zﬂ;’;giﬁigﬁ[’;ﬂ;’:SIONS IN ACCORDANCE WITH SIZE RAVVCG|_7833 REV
NEXT ASSY USED ON e REMOVE ALL BURRS AND SHARP EDGES B A
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