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1 特特長長
1• 動作温度範囲全体で 18 ビットの単調特性
• 相対精度：±2LSB 以下
• 低ノイズ：24nV/√Hz
• 高速セトリング：5μs
• レール・ツー・レール動作のオンチップ出力バッ

ファ・アンプ
• 単一電源：2.7V～5.5V
• DAC ローディング制御
• 選択可能なパワーオン・リセット (ゼロ・スケー

ルまたは中間スケールで起動)
• パワーダウン・モード
• ユニポーラのストレート・バイナリまたは 2 の補

数入力モード
• シュミット・トリガ入力付きの高速 SPI：最高

50MHz、1.8V、3V、5V ロジック
• 定格温度範囲：-40℃～+105℃
• 小型パッケージ：VQFN-24、4mm × 4mm

2 アアププリリケケーーシショョンン
• 半導体試験装置
• オシロスコープ (DSO)
• X 線システム
• 実験室およびフィールド用計測機器
• データ・アクイジション (DAQ)

3 概概要要
DAC9881 は 18 ビット、シングル・チャネル、電圧出力の

デジタル/アナログ・コンバータ (DAC) です。18 ビットの単

調性、優れた線形性、超低ノイズ、短いセトリング時間を特

長としています。オンチップの高精度出力アンプにより、

2.7V～5.5V の電源電圧範囲の全体にわたってレール・

ツー・レールの出力スイングが可能です。

最高 50MHz の入力データ・クロック周波数で動作できる

標準のシリアル・ペリフェラル・インターフェイス (SPI) をサ

ポートしています。DAC9881には、DACチャネルの出力

範囲を設定するため、外部の基準電圧が必要です。プロ

グラム可能なパワーオン・リセット回路も組み込まれてお

り、DAC 出力をゼロスケールと中間スケールのどちらかに

して起動し、有効な書き込みコマンドが発行されるまでそ

の状態を確実に維持します。

製製品品情情報報(1)

型型番番 パパッッケケーージジ 本本体体ササイイズズ（（公公称称））

DAC9881 VQFN (24) 4.00mm×4.00mm

(1) 利用可能なすべてのパッケージについては、このデータシートの末
尾にあるパッケージ・オプションについての付録を参照してくださ
い。

ブブロロッックク図図

http://www-s.ti.com/sc/techlit/SBAS438.pdf
http://www.tij.co.jp/product/jp/dac9881?qgpn=dac9881
http://www.tij.co.jp/product/jp/DAC9881?dcmp=dsproject&hqs=pf
http://www.tij.co.jp/product/jp/DAC9881?dcmp=dsproject&hqs=sandbuy&#samplebuy
http://www.tij.co.jp/product/jp/DAC9881?dcmp=dsproject&hqs=td&#doctype2
http://www.tij.co.jp/product/jp/DAC9881?dcmp=dsproject&hqs=sw&#desKit
http://www.tij.co.jp/product/jp/DAC9881?dcmp=dsproject&hqs=support&#community
http://www.tij.co.jp/tool/jp/TIPD142?dcmp=dsproject&hqs=rd
http://www.ti.com/solution/semiconductor-test
http://www.ti.com/solution/oscilloscope
http://www.ti.com/solution/x-ray-systems
http://www.ti.com/solution/lab-field-instrumentation
http://www.ti.com/solution/data-acquisition-daq
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5 概概要要（（続続きき））
また、DAC9881 にはユニポーラのストレート・バイナリまたは 2 の補数モードで動作する機能があります。DAC9881 は低

消費電力で動作しますが、消費電力をさらに削減するために、PDN ピンを利用してパワーダウン・モードにすることもでき

ます。これにより 5V 時の消費電流を 25µA に低減できます。消費電力は 5V 時に 4mW であり、パワーダウン・モードで

は 125µW まで減少します。

http://www.ti.com/product/dac9881?qgpn=dac9881
http://www.ti.com
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6 Pin Configuration and Functions

RGE Package
24-Pin VQFN With Exposed Thermal Pad

Top View

Pin Functions
PIN

I/O DESCRIPTION
NO. NAME
1 SCLK I SPI bus serial clock input
2 SDI I SPI bus serial data input

3 LDAC I

Load DAC latch control input (active low). When LDAC is low, the DAC latch is transparent, and the
contents of the input register are transferred to the DAC latch. The DAC output changes to the
corresponding level simultaneously when the DAC latch is updated. It is recommended to connect this
pin to IOVDD through a pullup resistor.

4 AGND I Analog ground
5 AVDD I Analog power supply
6 VREFL-S I Reference low input sense
7 VREFH-S I Reference high input sense
8 VOUT O Output of output buffer
9 RFB I Feedback resistor connected to the inverting input of the output buffer
10 VREFL-F I Reference low input force
11 VREFH-F I Reference high input force
12 NC — Do not connect
13 NC — Do not connect

14 RSTSEL I Selects the value of the output from the VOUT pin after power-on or hardware reset. If RSTSEL = IOVDD,
then register data = 20000h. If RSTSEL = DGND, then register data = 00000h.

15 GAIN I Buffer gain setting. Gain = 1 when the pin is connected to DGND; Gain = 2 when the pin is connected to
IOVDD.

16 USB/BTC I Input data format selection. Input data are straight binary format when the pin is connected to IOVDD,
and in two's complement format when the pin is connected to DGND.

17 RST I Reset input (active low). Logic low on this pin causes the device to perform a reset.

18 PDN I Power-down input (active high). Logic high on this pin forces the device into power-down status. In
power-down, the VOUT pin connects to AGND through a 10-kΩ resistor.

http://www.ti.com/product/dac9881?qgpn=dac9881
http://www.ti.com
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Pin Functions (continued)
PIN

I/O DESCRIPTION
NO. NAME

19 CS I
SPI bus chip select input (active low). Data bits are not clocked into the serial shift register unless CS is
low. When CS is high, SDO is in a high-impedance state. It is recommended to connect this pin to
IOVDD through a pullup resistor.

20 SDOSEL I

SPI serial data output selection. When SDOSEL is tied to IOVDD, the contents of the existing input
register are shifted out from the SDO pin; this is Stand-Alone mode. When SDOSEL is tied to DGND,
the contents in the SPI input shift register are shifted out from the SDO pin; this is Daisy-Chain mode for
daisy-chained communication.

21 AVDD I Analog power supply. Must be connected to pin 5.
22 DGND I Digital ground
23 SDO O SPI bus serial data output. Refer to the timing diagrams for further detail.
24 IOVDD I Interface power. Connect to 1.8 V for 1.8-V logic, 3 V for 3-V logic, and to 5 V for 5-V logic.

Thermal pad — The thermal pad is internally connected to the substrate. This pad can be connected to the analog
ground or left floating. Keep the thermal pad separate from the digital ground, if possible.

http://www.ti.com/product/dac9881?qgpn=dac9881
http://www.ti.com
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(1) Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. Exposure to absolute
maximum conditions for extended periods may affect device reliability.

7 Specifications

7.1 Absolute Maximum Ratings
Over operating free-air temperature range (unless otherwise noted). (1)

MIN MAX UNIT
AVDD to AGND –0.3 6 V
IOVDD to DGND –0.3 6 V
Digital input voltage to DGND –0.3 IOVDD + 0.3 V
VOUT to AGND –0.3 AVDD + 0.3 V

TJ Maximum junction temperature 150 °C
Tstg Storage temperature –65 150 °C

(1) JEDEC document JEP155 states that 500-V HBM allows safe manufacturing with a standard ESD control process.
(2) JEDEC document JEP157 states that 250-V CDM allows safe manufacturing with a standard ESD control process.

7.2 ESD Ratings
VALUE UNIT

V(ESD) Electrostatic discharge
Human-body model (HBM), per ANSI/ESDA/JEDEC JS-001 (1) ±3000

V
Charged-device model (CDM), per JEDEC specification JESD22-C101 (2) ±1000

7.3 Recommended Operating Conditions
over operating free-air temperature range (unless otherwise noted)

MIN NOM MAX UNIT
AVDD Analog power supply 2.7 5.5 V
IOVDD Interface power supply 1.7 AVDD V

VREFH Reference high input voltage
AVDD = 5.5 V 1.25 5 AVDD V
AVDD = 3 V 1.25 2.5 AVDD V

VREFL Reference low input voltage –0.2 0 0.2 V
TA Specified temperature –40 105 °C

(1) For more information about traditional and new thermal metrics, see the Semiconductor and IC Package Thermal Metrics application
report.

7.4 Thermal Information

THERMAL METRIC (1)
DAC9881

UNITRGE (VQFN)
24 PINS

RθJA Junction-to-ambient thermal resistance 33.5 °C/W
RθJC(top) Junction-to-case (top) thermal resistance 37.1 °C/W
RθJB Junction-to-board thermal resistance 11.3 °C/W
ψJT Junction-to-top characterization parameter 0.5 °C/W
ψJB Junction-to-board characterization parameter 11.4 °C/W
RθJC(bot) Junction-to-case (bottom) thermal resistance 2 °C/W

http://www.ti.com/product/dac9881?qgpn=dac9881
http://www.ti.com
http://www.ti.com/lit/pdf/spra953
http://www.ti.com/lit/pdf/spra953
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(1) DAC output range is 0 V to 5 V. 1 LSB = 19 μV.
(2) Specified by design; not production tested.
(3) The output from the VOUT pin = [(VREFH – VREFL) / 262144] × CODE × Buffer GAIN + VREFL. The maximum range of VOUT is 0 V to

AVDD. The full-scale of the output must be less than AVDD; otherwise, output saturation occurs.
(4) See Figure 26, Figure 27, and Figure 28 for details.

7.5 Electrical Characteristics: AVDD = 5 V
all specifications at TA = TMIN to TMAX, AVDD = 4.75 V to 5.5 V, IOVDD = 1.8 V to 5.5 V, VREFH = 5 V, VREFL = 0 V, and gain = 1X
mode (unless otherwise noted)

PARAMETER TEST CONDITIONS MIN TYP MAX UNIT

ACCURACY (1)

Integral linearity error

Measured by line
passing through
codes 2048 and
260096

DAC9881S ±2 ±3 LSB

DAC9881SB ±1 ±2 LSB

Differential linearity error

Measured by line
passing through
codes 2048 and
260096

DAC9881S –1 ±0.75 +2 LSB

DAC9881SB ±0.5 ±1 LSB

Monotonicity 18 Bits

Zero-scale error
TA = 25°C, code = 2048 ±16 LSB

TMIN to TMAX, code = 2048 ±32 LSB

Zero-scale drift (2) Code = 2048 ±0.25 ±0.8 ppm/°C of FSR

Gain error TA = 25°C, measured by line passing through codes 2048
and 260096 ±16 ±32 LSB

Gain temperature drift (2) Measured by line passing through codes 2048 and 260096 ±0.25 ±0.4 ppm/°C

PSRR (2) VOUT = full-scale, AVDD = 5 V ±10% 32 LSB/V

ANALOG OUTPUT (2)

Voltage output (3) 0 AVDD V

Output voltage drift vs time
Device operating for 500 hours at 25°C 0.1 ppm of FSR

Device operating for 1000 hours at 25°C 0.2 ppm of FSR

Output current (4) 2.5 mA

Maximum load capacitance 200 pF

Short-circuit current 31/–50 mA

REFERENCE INPUT (2)

VREFH input voltage range AVDD = 5.5 V 1.25 5 AVDD V

VREFH input capacitance 5 pF

VREFH input impedance 4.5 kΩ

VREFL input voltage range –0.2 0 0.2 V

VREFL input capacitance 4.5 pF

VREFL input impedance 5 kΩ

DYNAMIC PERFORMANCE (2)

Settling time To ±0.003% FS, RL = 10 kΩ, CL = 50 pF, code 04000h to
3C000h 5 µs

Slew rate From 10% to 90% of 0 V to 5 V 2.5 V/µs

Code change glitch Code = 1FFFFh to
20000h to 1FFFFh

VREFH = 5 V, gain = 1X mode 37 nV-s

VREFH = 2.5 V, gain = 1X mode 18 nV-s

VREFH = 1.25 V, gain = 1X mode 9 nV-s

VREFH = 2.5 V, gain = 2X mode 21 nV-s

VREFH = 1.25 V, gain = 2X mode 10 nV-s

Digital feedthrough CS = high, fSCLK = 1 kHz 1 nV-s

Output noise voltage density f = 1 kHz to 100 kHz,
full-scale output

Gain = 1 24 30 nV/√Hz

Gain = 2 40 48 nV/√Hz

Output noise voltage f = 0.1 Hz to 10 Hz, full-scale output 2 µVPP

http://www.ti.com/product/dac9881?qgpn=dac9881
http://www.ti.com
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Electrical Characteristics: AVDD = 5 V (continued)
all specifications at TA = TMIN to TMAX, AVDD = 4.75 V to 5.5 V, IOVDD = 1.8 V to 5.5 V, VREFH = 5 V, VREFL = 0 V, and gain = 1X
mode (unless otherwise noted)

PARAMETER TEST CONDITIONS MIN TYP MAX UNIT

DIGITAL INPUTS (2)

High-level input voltage, VIH

IOVDD = 4.5 V to 5.5 V 3.8 IOVDD + 0.3 V

IOVDD = 2.7 V to 3.3 V 2.1 IOVDD + 0.3 V

IOVDD = 1.7 V to 2 V 1.5 IOVDD + 0.3 V

Low-level input voltage, VIL

IOVDD = 4.5 V to 5.5 V –0.3 0.8 V

IOVDD = 2.7 V to 3.3 V –0.3 0.6 V

IOVDD = 1.7 V to 2 V –0.3 0.3 V

Digital input current (IIN) ±1 ±10 µA

Digital input capacitance 5 pF

DIGITAL OUTPUT (2)

High-level output voltage, VOH
IOVDD = 2.7 V to 5.5 V, IOH = –1 mA IOVDD – 0.2 V

IOVDD = 1.7 V to 2 V, IOH = –500 μA IOVDD – 0.2 V

Low-level output voltage, VOL
IOVDD = 2.7V to 5.5 V, IOL = 1 mA 0.2 V

IOVDD = 1.7 V to 2 V, IOL = 500 μA 0.2 V

POWER SUPPLY

AVDD 4.75 5 5.5 V

IOVDD 1.7 AVDD V

AIDD VIH = IOVDD, VIL = DGND 0.85 1.5 mA

IOIDD VIH = IOVDD, VIL = DGND 1 10 µA

AIDD power-down PDN pin = IOVDD 25 50 µA

Power dissipation AVDD = 5 V 4.3 7.5 mW

http://www.ti.com/product/dac9881?qgpn=dac9881
http://www.ti.com
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(1) DAC output range is 0 V to 2.5 V. 1 LSB = 9.5 µV.
(2) Specified by design; not production tested.
(3) The output from the VOUT pin = [(VREFH – VREFL) / 262144] × CODE × Buffer GAIN + VREFL. The maximum range of VOUT is 0 V to

AVDD. The full-scale of the output must be less than AVDD; otherwise, output saturation occurs.
(4) See Figure 55, Figure 56, and Figure 57 for details.

7.6 Electrical Characteristics: AVDD = 2.7 V
all specifications at TA = TMIN to TMAX, AVDD = 2.7 V to 3.3 V, IOVDD = 1.8 V to AVDD, VREFH = 2.5 V, VREFL = 0 V and gain = 1X
mode (unless otherwise noted)

PARAMETER TEST CONDITIONS MIN TYP MAX UNIT

ACCURACY (1)

Integral linearity error

Measured by line
passing through
codes 2048 and
262143

DAC9881S ±2.5 ±3.5 LSB

DAC9881SB ±2 ±3 LSB

Differential linearity error

Measured by line
passing through
codes 2048 and
262143

DAC9881S ±1 ±2 LSB

DAC9881SB ±0.75 ±1.5 LSB

Zero-scale error
TA = 25°C, code = 2048 ±32 LSB

TMIN to TMAX, code = 2048 ±64 LSB

Zero-scale drift (2) Code = 2048 ±0.5 ±1.6 ppm/°C of FSR

Gain error TA = 25°C, measured by line passing through codes 2048
and 262143 ±32 ±64 LSB

Gain temperature drift (2) Measured by line passing through codes 2048 and 262143 ±0.5 ±0.8 ppm/°C

PSRR (2) VOUT = full-scale, AVDD = 3 V ±10% 64 LSB/V

ANALOG OUTPUT (2)

Voltage output (3) 0 AVDD V

Output voltage drift vs time
Device operating for 500 hours at 25°C 0.2 ppm of FSR

Device operating for 1000 hours at 25°C 0.4 ppm of FSR

Output current (4) 2.5 mA

Maximum load capacitance 200 pF

Short-circuit current 31/–50 mA

REFERENCE INPUT (2)

VREFH input voltage range AVDD = 3 V 1.25 2.5 AVDD V

VREFH input capacitance 5 pF

VREFH input impedance 4.5 kΩ

VREFL input voltage range –0.2 0 0.2 V

VREFL input capacitance 4.5 pF

VREFL input impedance 5 kΩ

DYNAMIC PERFORMANCE (2)

Settling time To ±0.003% FS, RL = 10 kΩ, CL = 50 pF, code 04000h to
3C000h 5 µs

Slew rate From 10% to 90% of 0 V to 2.5 V 2.5 V/µs

Code change glitch Code = 1FFFFh to
20000h to 1FFFFh

VREFH = 2.5 V, gain = 1X mode 18 nV-s

VREFH = 1.25 V, gain = 1X mode 9 nV-s

VREFH = 1.25 V, gain = 2X mode 10 nV-s

Digital feedthrough CS = high, fSCLK = 1 kHz 1 nV-s

Output noise voltage density f = 1 kHz to 100 kHz,
full-scale output

Gain = 1 24 30 nV/√Hz

Gain = 2 40 48 nV/√Hz

Output noise voltage f = 0.1 Hz to 10 Hz, full-scale output 2 µVPP

http://www.ti.com/product/dac9881?qgpn=dac9881
http://www.ti.com


10

DAC9881
JAJSI70C –MAY 2008–REVISED NOVEMBER 2019 www.ti.com

Copyright © 2008–2019, Texas Instruments Incorporated

Electrical Characteristics: AVDD = 2.7 V (continued)
all specifications at TA = TMIN to TMAX, AVDD = 2.7 V to 3.3 V, IOVDD = 1.8 V to AVDD, VREFH = 2.5 V, VREFL = 0 V and gain = 1X
mode (unless otherwise noted)

PARAMETER TEST CONDITIONS MIN TYP MAX UNIT

DIGITAL INPUTS (2)

High-level input voltage, VIH
IOVDD = 2.7 V to 3.3 V 2.1 IOVDD + 0.3 V

IOVDD = 1.7 V to 2 V 1.5 IOVDD + 0.3 V

Low-level input voltage, VIL
IOVDD = 2.7 V to 3.3 V –0.3 0.6 V

IOVDD = 1.7 V to 2 V –0.3 0.3 V

Digital input current (IIN) ±1 ±10 µA

Digital input capacitance 5 pF

DIGITAL OUTPUT (2)

High-level output voltage, VOH
IOVDD = 2.7 V to 3.3 V, IOH = –1 mA IOVDD – 0.2 V

IOVDD = 1.7 V to 2 V, IOH = –500 μA IOVDD – 0.2 V

Low-level output voltage, VOL
IOVDD = 2.7 V to 3.3 V, IOL = 1 mA 0.2 V

IOVDD = 1.7 to 2 V, IOL = 500 μA 0.2 V

POWER SUPPLY

AVDD 2.7 3 3.3 V

IOVDD 1.7 AVDD V

AIDD VIH = IOVDD, VIL = DGND 0.75 1.2 mA

IOIDD VIH = IOVDD, VIL = DGND 1 10 µA

AIDD power-down PDN pin = IOVDD 25 50 µA

Power dissipation AVDD = 3 V 2.3 3.6 mW
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(1) All input signals are specified with tR = tF = 2ns (10% to 90% of IOVDD) and timed from a voltage level of IOVDD / 2.
(2) Specified by design; not production tested.
(3) Sample tested during the initial release and after any redesign or process changes that may affect these parameters.

7.7 Timing Requirements—Standalone Operation Without SDO
at –40°C to +105°C (unless otherwise noted); see Figure 1 (1) (2) (3)

MIN MAX UNIT

fSCLK Maximum clock frequency
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 40 MHz
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 50 MHz

t1 Minumum CS high time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 50 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 30 ns

t2
Delay from CS falling edge to SCLK rising
edge

2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 8 ns

t3
Delay from SCLK falling edge to CS falling
edge

2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 0 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 0 ns

t4 SCLK low time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns

t5 SCLK high time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 15 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns

t6 SCLK cycle time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 25 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 20 ns

t7
Delay from SCLK rising edge to CS rising
edge

2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns

t8 Input data setup time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 8 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 5 ns

t9 Input data hold time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 5 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 5 ns

t14
Delay from CS rising edge to LDAC falling
edge

2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 5 ns

t15 LDAC pulse duration
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 15 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns
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(1) All input signals are specified with tR = tF = 2ns (10% to 90% of IOVDD) and timed from a voltage level of IOVDD / 2.
(2) Specified by design; not production tested.
(3) Sample tested during the initial release and after any redesign or process changes that may affect these parameters.

7.8 Timing Requirements—Standalone Operation With SDO and Daisy-Chain Mode
at –40°C to +105°C (unless otherwise noted); see Figure 2 and Figure 3 (1) (2) (3)

MIN MAX UNIT

fSCLK Maximum clock frequency
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 20 MHz
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 25 MHz

t1 Minumum CS high time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 50 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 30 ns

t2
Delay from CS falling edge to SCLK rising
edge

2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 8 ns

t3
Delay from SCLK falling edge to CS falling
edge

2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 0 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 0 ns

t4 SCLK low time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 25 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 20 ns

t5 SCLK high time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 25 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 20 ns

t6 SCLK cycle time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 50 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 40 ns

t7
Delay from SCLK rising edge to CS rising
edge

2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns

t8 Input data setup time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 5 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 5 ns

t9 Input data hold time
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 5 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 5 ns

t10 Delay from CS falling edge to SDO valid
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 15 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns

t11 Delay from SCLK falling edge to SDO valid
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 20 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 15 ns

t12 SDO data hold from SCLK rising edge
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD t5 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD t5 ns

t13 Delay from CS rising edge to SDO high-Z
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 8 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 5 ns

t14
Delay from CS rising edge to LDAC falling
edge

2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 5 ns

t15 LDAC pulse width
2.7 ≤ AVDD < 3.6 V, 2.7 ≤ IOVDD ≤ AVDD 15 ns
3.6 ≤ AVDD ≤ 5.5 V, 2.7 ≤ IOVDD ≤ AVDD 10 ns
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Figure 1. Timing Diagram for Standalone Operation Without SDO
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Figure 2. Timing Diagram for Standalone Operation With SDO
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Figure 3. Timing Diagram for Daisy-Chain Mode, Two Cascaded Devices
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7.9 Typical Characteristics: AVDD = 5 V
at TA = 25°C, VREFH = 5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Figure 4. Linearity Error vs Digital Input Code Figure 5. Differential Linearity Error vs Digital Input Code

Figure 6. Linearity Error vs Digital Input Code Figure 7. Differential Linearity Error vs Digital Input Code

Figure 8. Linearity Error vs Digital Input Code Figure 9. Differential Lineary Error vs Digital Input Code
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Typical Characteristics: AVDD = 5 V (continued)
at TA = 25°C, VREFH = 5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Figure 10. Linearity Error vs Temperature Figure 11. Differential Linearity Error vs Temperature

Gain = 2X mode

Figure 12. Linearity Error vs Temperature

Gain = 2X mode

Figure 13. Differential Linearity Error vs Temperature

Figure 14. Linearity Error vs Supply Voltage Figure 15. Differential Linearity Error vs Supply Voltage

http://www.ti.com/product/dac9881?qgpn=dac9881
http://www.ti.com


0 65536 131072 196608 262144

Digital Input Code

1100

1000

900

800

700

600

500

400

300

200

A
S

u
p
p
ly

 C
u
rr

e
n
t 
(

A
)

m
V

D
D

AV = 2.7VDD

V = 2.7VREFH

V = 0VREFL

AV = 2.7VDD

V = 2.5VREFH

V = 0VREFL

AV = 5.0VDD

V = 2.5VREFH

V = 0VREFL

AV = 5.0VDD

V = 5.0VREFH

V = 0VREFL

0 65536 131072 196608 262144

Digital Input Code

1000

900

800

700

600

500

400

300

200

100

0

A
V

S
u
p
p
ly

 C
u
rr

e
n
t 
(

A
)

m
D

D

AV = 2.7VDD

V = 1.25VREFH

V = 0VREFL

AV = 5.0VDD

V = 2.5VREFH

V = 0VREFL

AV = 2.7VDD

V = 1.25VREFH

V = 0VREFL

-55 -35 -15 1255 25 45 65 85 105

Temperature (°C)

1.0

0.8

0.6

0.4

0.2

0

-0.2

-0.4

-0.6

-0.8

-1.0

F
u

ll-
S

c
a

le
 a

n
d

 Z
e

ro
-S

c
a

le
 E

rr
o

r 
(m

V
)

Full-Scale Error

Zero-Scale Error

-55 -35 -15 1255 25 45 65 85 105

Temperature (°C)

1.0

0.8

0.6

0.4

0.2

0

-0.2

-0.4

-0.6

-0.8

-1.0

F
u

ll-
S

c
a

le
 a

n
d

 Z
e

ro
-S

c
a

le
 E

rr
o

r 
(m

V
)

Full-Scale Error

Zero-Scale Error

V = 2.5V

V = 0V
REFH

REFL

0 1.0 2.0 3.0 4.0 5.0 6.0

Reference Voltage (V)

2.0

1.5

1.0

0.5

0

-0.5

-1.0

-1.5

-2.0

IN
L
 E

rr
o
r 

(L
S

B
)

INL Max

INL Min

0 1.0 2.0 3.0 4.0 5.0 6.0

Reference Voltage (V)

2.0

1.5

1.0

0.5

0

-0.5

-1.0

-1.5

-2.0

D
N

L
 E

rr
o
r 

(L
S

B
) DNL Max

DNL Min

18

DAC9881
JAJSI70C –MAY 2008–REVISED NOVEMBER 2019 www.ti.com

Copyright © 2008–2019, Texas Instruments Incorporated

Typical Characteristics: AVDD = 5 V (continued)
at TA = 25°C, VREFH = 5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Figure 16. Linearity Error vs Reference Voltage Figure 17. Differential Linearity Error vs Reference Voltage

Figure 18. Full-Scale and Zero-Scale Error vs Temperature

Gain = 2X mode

Figure 19. Full-Scale and Zero-Scale Error vs Temperature

Figure 20. AVDD Supply Current vs Digital Input Code

Gain = 2X mode

Figure 21. AVDD Supply Current vs Digital Input Code
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Typical Characteristics: AVDD = 5 V (continued)
at TA = 25°C, VREFH = 5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Figure 22. AVDD Supply Current vs Temperature Figure 23. AVDD Power-Down Current vs Temperature

Figure 24. Reference Current vs Digital Input Code

Gain = 2X mode

Figure 25. Reference Current vs Digital Input Code

Figure 26. Output Voltage vs Drive Current Capability Figure 27. Output Voltage vs Drive Current Capability
(Operation Near AVDD Rail)
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Typical Characteristics: AVDD = 5 V (continued)
at TA = 25°C, VREFH = 5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Figure 28. Output Voltage vs Drive Current Capability
(Operation Near AGND Rail)

Figure 29. IOVDD Supply Current vs Logic Input Voltage

Figure 30. Large-Signal Settling Time Figure 31. Large-Signal Settling Time

Figure 32. Large-Signal Settling Time Figure 33. Large-Signal Settling Time
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Typical Characteristics: AVDD = 5 V (continued)
at TA = 25°C, VREFH = 5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Gain = 2X mode

Figure 34. Large-Signal Settling Time

Gain = 2X mode

Figure 35. Large-Signal Settling Time

Gain = 2X mode

Figure 36. Large-Signal Settling Time

Gain = 2X mode

Figure 37. Large-Signal Settling Time

Figure 38. Major Carry Glitch Figure 39. Major Carry Glitch
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Typical Characteristics: AVDD = 5 V (continued)
at TA = 25°C, VREFH = 5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Figure 40. Major Carry Glitch Figure 41. Major Carry Glitch

Figure 42. Output Noise Density vs Frequency Figure 43. Low-Frequency Output Noise (0.1 Hz to 10 Hz)
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7.10 Typical Characteristics: AVDD = 2.7 V
at TA = 25°C, VREFH = 2.5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Figure 44. Linearity Error vs Digital Input Code Figure 45. Differential Linearity Error vs Digital Input Code

Figure 46. Linearity Error vs Digital Input Code Figure 47. Differential Linearity Error vs Digital Input Code

Figure 48. Linearity Error vs Digital Input Code Figure 49. Differential Linearity Error vs Digital Input Code
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Typical Characteristics: AVDD = 2.7 V (continued)
at TA = 25°C, VREFH = 2.5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Figure 50. Linearity Error vs Reference Voltage Figure 51. Differential Linearity Error vs Reference Voltage

Figure 52. AVDD Supply Current vs Temperature Figure 53. Reference Current vs Digital Input Code

Gain = 2X mode

Figure 54. Reference Current vs Digital Input Code Figure 55. Output Voltage vs Drive Current Capability
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Typical Characteristics: AVDD = 2.7 V (continued)
at TA = 25°C, VREFH = 2.5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Figure 56. Output Voltage vs Drive Current Capability
(Operation Near AVDD Rail)

Figure 57. Output Voltage vs Drive Current Capability
(Operation Near AGND Rail)

Figure 58. Large-Signal Settling Time Figure 59. Large-Signal Settling Time

Figure 60. Large-Signal Settling Time Figure 61. Large-Signal Settling Time
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Typical Characteristics: AVDD = 2.7 V (continued)
at TA = 25°C, VREFH = 2.5 V, VREFL = 0 V, and gain = 1X mode (unless otherwise noted)

Figure 62. Major Carry Glitch Figure 63. Major Carry Glitch
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8 Detailed Description

8.1 Overview
The DAC9881 is a single-channel, 18-bit, serial-input, voltage-output digital-to-analog converter (DAC). The
architecture is an R-2R ladder configuration with the four MSBs segmented, followed by an operational amplifier
that serves as a buffer, as shown in Figure 64. The on-chip output buffer allows rail-to-rail output swings while
providing a low output impedance to drive loads. The DAC9881 operates from a single analog power supply that
ranges from 2.7 V to 5.5 V, and typically consumes 850 μA when operating with a 5-V supply. Data are written to
the device in a 24-bit word format, using an SPI serial interface. To enable compatibility with 1.8-V, 3-V, or 5-V
logic families, an IOVDD supply pin is provided. This pin allows the DAC9881 input and output logic to be
powered from the same logic supply used to interface signals to and from the device. Internal voltage translators
are included in the DAC9881 to interface digital signals to the device core. See Figure 65 for the basic
configuration of the DAC9881.

To provide a known power-up state, the DAC9881 is designed with a power-on reset function. Upon power-up,
the DAC9881 is reset to either zero-scale or midscale depending on the state of the RSTSEL pin. A hardware
reset can be performed by using the RST and RSTSEL pins.

Figure 64. DAC9881 Architecture
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Overview (continued)

Figure 65. Basic Configuration

8.2 Functional Block Diagram
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8.3 Feature Description

8.3.1 Analog Output
The DAC9881 offers a force and sense output configuration for the high open-loop gain output amplifier. This
feature allows the loop around the output amplifier to be closed at the load (as shown in Figure 66), thus
ensuring an accurate output voltage. The output buffer VOUT and RFB pins are provided so that the output op amp
buffer feedback can be connected at the load. Without a driven load, the DAC9881 output typically swings to
within 15 mV of the AGND and AVDD supply rails. Because of the high accuracy of these DACs, system design
problems such as grounding and wiring resistance become very important. A 18-bit converter with a 5-V full-
scale range has an LSB value of 19 µV. The DAC9881 has a typical feedback resistor current of 0.5 mA; thus, a
series wiring resistance of only 100 mΩ (RW1) causes a voltage drop of 50 µV. In terms of a system layout, the
resistivity of a typical 1-ounce copper-clad printed circuit board (PCB) is 0.5-mΩ per square. For a 0.5-mA
current, a 0.25-mm wide printed-circuit conductor 25-mm long results in a voltage drop of 25 µV.

NOTE
the wiring resistance of RW2 is not critical as long as the feedback resistor (RFB) is
connected at the driven load.

Figure 66. Analog Output Closed-Loop Configuration
(RW1 and RW2 Represent Wiring Resistance)
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Feature Description (continued)
8.3.2 Reference Inputs
The reference high input, VREFH, can be set to any voltage in the range of 1.25 V to AVDD. The reference low
input, VREFL, can be set to any voltage in the range of –0.2 V to +0.2 V (to provide a small offset to the output of
the DAC9881, if desired). The current into VREFH and out of VREFL depends on the DAC code, and can vary from
approximately 0.5 mA to 1 mA in the gain = 1X mode of operation. The reference high and low inputs appear as
variable loads to the external reference circuit. If the external references can source or sink the required current,
and if low impedance connections are made to the VREFH and VREFL pins, external reference buffers are not
required. Figure 65 shows a simple configuration of the DAC9881 using external references without force and
sense reference buffers.

Kelvin sense connections for the reference high and low are included on the DAC9881. When properly used with
external reference buffer op amps, these reference Kelvin sense pins make sure that the driven reference high
and low voltages remain stable versus varying reference load currents. Figure 67 shows an example of a
reference force and sense configuration of the DAC9881 operating from a single analog reference voltage. Both
the VREFL and VREFH reference voltages are set to levels of 100 mV from the DAC9881 supply rails, and are
derived from a 5-V external reference. Figure 68 illustrates the effect of not using the reference force and sense
buffers to drive the DAC9881 VREFL and VREFH pins. Figure 69 shows the improvement when using the reference
buffers. A slight degradation in INL and DNL performance is seen without the use of the force and sense buffer
configuration.

Figure 67. Buffered References (VREFH = +4.900 V and VREFL = 100 mV).

Figure 68. Linearity and Differential Linearity Error
for Figure 65 Without Reference Buffers

Figure 69. Linearity and Differential Linearity Error
for Figure 67 With Reference Buffers
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Feature Description (continued)
8.3.3 Output Range
The maximum output range of the DAC9881 is VREFL to (VREFH – VREFL) × G, where G is the output buffer gain
set by the GAIN pin. When the GAIN pin is connected to DGND, the output buffer gain = 1. When the GAIN pin
is connected to IOVDD, the output buffer gain = 2. The output range must not be greater than AVDD; otherwise,
output saturation occurs. The DAC9881 output transfer function is given in Equation 1:

where
• CODE = 0 to 262143. This is the digital code loaded to the DAC
• Buffer Gain = 1 or 2 (set by the GAIN pin)
• VREFH = reference high voltage applied to the device
• VREFL = reference low voltage applied to the device (1)

8.3.4 Input Data Format
The USB/BTC pin defines the input data format. When this pin is connected to IOVDD, the input data format is
straight binary, as shown in Table 1. When this pin is connected to DGND, the input data format is twos
complement, as shown in Table 2.

Table 1. Output vs Straight Binary Code
USB CODE 5-V RANGE DESCRIPTION

3FFFFh +4.99998 +Full-scale – 1 LSB
30000h +3.75000 3/4-scale
20000h +2.50000 Midscale
10000h +1.25000 1/4-scale
00000h 0.00000 Zero-scale

Table 2. Output vs Twos Complement Code
BTC CODE 5-V RANGE DESCRIPTION

1FFFFh +4.99998 +Full-scale – 1 LSB
10000h +3.75000 3/4-scale
00000h +2.50000 Midscale
3FFFFh +2.49998 Midscale – 1LSB
30000h +1.25000 1/4-scale
20000h 0.00000 Zero-scale

8.3.5 Hardware Reset
When the RST pin is low, the device is in hardware reset, and the input register and DAC latch are set to the
value defined by the RSTSEL pin. After RST goes high, the device is in normal operating mode, and the input
register and DAC latch maintain the reset value until new data are written. When USB/BTC is connected to
DGND, the device is in two's complement mode. In this mode, the LDAC pin cannot be kept at logic level 0 or
toggled when a hardware reset is issued before writing a valid DAC data.

8.3.6 Power-On Reset
The DAC9881 has a power-on reset feature. After power-on, the value of the input register, the DAC latch, and
the output from the VOUT pin are set to the value defined by the RSTSEL pin.

8.3.6.1 Program Reset Value
After a power-on reset or a hardware reset, the output voltage from the VOUT pin and the values of the input
register and DAC latch are determined by the status of the RSTSEL pin and the input data format, as shown in
Table 3.
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Table 3. Reset Values

LDAC PIN RSTSEL PIN USB/BTC PIN INPUT FORMAT VOUT

VALUE OF
INPUT REGISTER
AND DAC LATCH

DGND or IOVDD DGND IOVDD Straight Binary 0 00000h
DGND or IOVDD IOVDD IOVDD Straight Binary Midscale 20000h

IOVDD DGND DGND Twos Complement 0 00000h
IOVDD IOVDD DGND Twos Complement Midscale 20000h

8.3.7 Power Down
The DAC9881 has a hardware power-down feature. When the PDN pin is high, the device is in power-down
mode. When the device is in power-down, the VOUT pin is connected to ground through an internal 10kΩ resistor,
but the contents of the input register and the DAC latch do not change and SPI communication remains active.
When the PDN pin returns low, the device returns to normal operation.

8.3.8 Double-Buffered Interface
The DAC9881 has a double-buffered interface consisting of two register banks: the input register and the DAC
latch. The input register is connected directly to the input shift register and the digital code is transferred to the
input register upon completion of a valid write sequence. The DAC latch contains the digital code used by the
resistor R-2R ladder. The contents of the DAC latch defines the output from the DAC.

Access to the DAC latch is controlled by the LDAC pin. When LDAC is high, the DAC latch is latched and the
input register can change state without affecting the contents of the DAC latch. When LDAC is low, however, the
DAC latch becomes transparent and the contents of the input register is transferred to the DAC register.

8.3.8.1 Load DAC Pin (LDAC)
LDAC transfers data from the input register to the DAC latch (and, therefore, updates the DAC output). The
contents of the DAC latch (and the output from DAC) can be changed in two ways, depending on the status of
LDAC.

8.3.8.1.1 Synchronous Mode

When LDAC is tied low, the DAC latch updates as soon as new data are transferred into the input register after
the rising edge of CS.

8.3.8.1.2 Asynchronous Mode

When LDAC is high, the DAC latch is latched. The DAC latch (and DAC output) is not updated at the same time
that the input register is written to. When LDAC goes low, the DAC latch updates with the contents of the input
register.

8.3.9 1.8-V to 5-V Logic Interface
All digital input and output pins are compatible with any logic supply voltage between 1.8 V and 5 V. Connect the
interface logic supply voltage to the IOVDD pin. Although timing is specified down to 2.7 V (see the timing
diagrams), IOVDD can operate as low as 1.8 V, but with degraded timing and temperature performance. For the
lowest power consumption, logic VIH levels should be as close as possible to IOVDD, and logic VIL levels should
be as close as possible to GND.

8.3.10 Power-Supply Sequence
For the device to work properly, IOVDD must not come up before AVDD, and the reference voltage must come up
after the AVDD supply. Additionally, because the DAC input shift register is not reset during a power-on reset or
hardware reset, the CS pin must not be unintentionally asserted during power-up of the device. To avoid
improper power-up, it is recommended that the CS and LDAC pins be connected to IOVDD through pullup
resistors. To make sure that the electrostatic discharge (ESD) protection circuitry of this device is not activated,
all other digital pins must be held at ground potential until IOVDD is applied.
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(1) X = don't care.

8.4 Device Functional Modes

8.4.1 Serial Interface
The DAC9881 is controlled by a versatile three-wire serial interface that operates at clock rates of up to 50 MHz
and is compatible with SPI, QSPI™, MICROWIRE, and DSP interface standards.

8.4.1.1 Input Shift Register
Data are loaded into the device as a 24-bit word under the control of the serial clock input, SCLK. The timing
diagrams for this operation are shown in timing diagrams section.

The CS input is a level-triggered input that acts as a frame synchronization signal and chip enable. Data can be
transferred into the device only while CS is low. When CS is high, the SCLK and SDI signals are blocked out,
and SDO is in high-Z status. To start the serial data transfer, CS should be taken low, observing the minimum
delay from CS falling edge to SCLK rising edge, t2. After CS goes low, serial input data from SDI are clocked into
the device input shift register on the rising edges of SCLK for 24 or more clock pulses. If a frame contains less
than 24 bits of data, the frame is invalid. Invalid input data are not written into the input register and DAC,
although the input register and DAC will continue to hold data from the preceding valid data cycle. If more than
24 bits of data are transmitted in one frame, the last 24 bits are written into the shift register and DAC. CS may
be taken high after the rising edge of the 24th SCLK pulse, observing the minimum SCLK rising edge to CS
rising edge time, t7. The contents of the shift register are transferred into the input register on the rising edge of
CS. When data have been transferred into the input register of the DAC, the corresponding DAC register and
DAC output can be updated by taking the LDAC pin low. Table 4 shows the input shift register data word format.
D17 is the MSB of the 18-bit DAC data.

Table 4. Input Shift Register Data Word Format

BIT B23 B22 B21 B20 B19 B18
B17

(MSB) B16 B15 B14 B13 B12 B11 B10 B9 B8 B7 B6 B5 B4 B3 B2 B1
B0

(LSB)

DATA X (1) X X X X X D17 D16 D15 D14 D13 D12 D11 D10 D9 D8 D7 D6 D5 D4 D3 D2 D1 D0

8.4.1.1.1 Stand-Alone Mode

When the SDOSEL pin is tied to IOVDD, the interface is in Stand-Alone mode. This mode provides serial
readback for diagnostic purposes. The new input data (24 bits) are clocked into the device shift register and the
existing data in the input register (24 bits) are shifted out from the SDO pin. If more than 24 SCLKs are clocked
when CS is low, the contents of the input register are shifted out from the SDO pin, followed by zeroes; the last
24 bits of input data remain in the shift register. If less than 24 SCLKs are clocked while CS is low, the data from
the SDO pin are part of the data in the input register and must be ignored. Refer to Figure 2 for further details.

8.4.1.1.2 Daisy-Chain Mode

When the SDOSEL pin is tied to GND, the interface is in Daisy-Chain mode. For systems that contain several
DACs, the SDO pin may be used to daisy-chain several devices together.

In Daisy-Chain mode, SCLK is continuously applied to the input shift register while CS is low. If more than 24
clock pulses are applied, the data ripple out of the shift register and appear on the SDO line. These data are
clocked out on the falling edge of SCLK and are valid on the rising edge. By connecting this line to the SDI input
on the next DAC in the chain, a multi-DAC interface is constructed. 24 clock pulses are required for each DAC in
the chain. Therefore, the total number of clock cycles must be equal to (24 x N), where N is the total number of
devices in the chain. When the serial transfer to all devices is complete, CS should be taken high. This action
prevents any further data from being clocked into the input shift register. The contents in the shift registers are
transferred into the relevant input registers on the rising edge of the CS signal.

A continuous SCLK source may be used if CS can be held low for the correct number of clock cycles.
Alternatively, a burst clock containing the exact number of clock cycles can be used and CS can be taken high
some time later. When the transfer to all input registers is complete, a common LDAC signal updates all DAC
registers, and all analog outputs update simultaneously.
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9 Application and Implementation

NOTE
Information in the following applications sections is not part of the TI component
specification, and TI does not warrant its accuracy or completeness. TI’s customers are
responsible for determining suitability of components for their purposes. Customers should
validate and test their design implementation to confirm system functionality.

9.1 Application Information
The excellent linearity as well as low-noise and fast settling time makes the DAC9881 a strong performer in
applications such as automatic test equipment, precision instrumentation and data acquisition systems.
Additionally, the energy saving feature of the device, through the PDN pin, significantly reduces power
dissipation -- this mode reduces current consumption, as low as 25 µA with a 5-V supply.

9.1.1 Bipolar Operation Using the DAC9881
The DAC9881 is designed for single-supply operation; however, a bipolar output is also possible using the circuit
shown in Figure 70. This circuit gives a bipolar output voltage of VOUT. When GAIN = 1, VOUT can be
calculated using Equation 2:

Some pins are omitted for clarity.

Figure 70. Bipolar Output Range

where
• VOUT(CODE) = output voltage vs code
• CODE = 0 to 262143. This is the digital code loaded to the DAC
• VREF = reference voltage applied to the DAC9881 (2)

As an example, a ±8-V output span can be achieved by using values of 5 V, 6.25 kΩ, 16.67 kΩ, and 10 kΩ for
Vref, R1, R2, and R3 respectively.
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9.2 Typical Application

9.2.1 DAC9881 Sample-and-Hold Circuit

Figure 71. DAC9881 Sample-and-Hold Circuit

9.2.1.1 Design Requirements
The inherent architecture of the DAC9881, which consists of an R-2R architecture, enables great performance in
regards to noise and accuracy, but at a cost of large glitch area. Glitch area, also known as glitch impulse area,
is defined as the area associated with the overshoot or undershoot created by a code transition, and is generally
quantified in Volt-seconds. Different code-to-code transitions produce different levels of glitch impulses. DACs
with R-2R architectures produce large glitches during major-carry transitions.

There are two methods that can be used to reduce this glitch area:
1. Add an external RC Filter to the output of the DAC.

– The low-pass filter helps attenuate high-frequency glitches that would normally propagate to the DAC
output. Best practice is to use a small resistor value, as large resistance develops a large potential drop
and reduces the voltage seen at the load. Capacitor values can be determined from the desired cutoff
frequency of the low-pass filter, as well as settling time.

2. Another technique is to employ a Sample and Hold (S&H) circuit following the DAC output.
– In its simplest form, the sample and hold circuit can be constructed from the following components: a

capacitive element, output buffer, and switch. A schematic of the simplified S&H is shown in Figure 72.

Figure 72. Simplified Sample and Hold Circuit

9.2.1.2 Detailed Design Procedure
The Sample/Track and Hold modes of operation correspond to the state of the switch, which connects the DAC
output to the hold capacitor CH. In sample mode – also referred to as track mode -- the switch is closed, allowing
the capacitor to charge or discharge to the sampled DAC output voltage. The operational amplifier is configured
as a buffer, which tracks and relays the voltage seen across CH to the output of the circuit. In hold mode, the
switch opens, disconnecting CH from the DAC output. The DAC is updated while the circuit is in hold mode,
preventing any DAC major carry glitches from propagating to the S&H output. The capacitor retains the previous
sampled voltage, and this value is buffered to the output of the circuit. In real circuits, switch leakage and
operational amplifier input bias current must be considered as it will impact circuit performance. The switch is
generally controlled by an external discrete or digital driver.
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Typical Application (continued)
After the DAC glitch relays, the switch closes and re-enters sample or track mode.

More information related to this circuit can be found in Sample and Hold Glitch Reduction for Precision Outputs
Design Guide (TIDU022).

9.2.1.3 Application Curves
Glitch reduction and total unadjusted error (TUE) plots of the solution presented in Sample and Hold Glitch
Reduction for Precision Outputs Design Guide (TIDU022) is shown in the following plots. The glitch area is
reduced from 35.11 nVs to 2.01 nVs.

Figure 73. DAC9881 Sample-and-Hold TUE Error %FSR

CH = 8.2 nF RS = 14.7 Ω

Figure 74. Measured Glitch Area (20000h-1FFFFh)
(Top) Digital Signal One-Shot Pulse; (Middle) DAC Output

Glitch; (Bottom) S-H Output Glitch

9.3 System Example
Figure 75 displays a typical serial interface that may be used when connecting the DAC9881's SPI serial
interface to a (master) microcontroller. The setup for the interface is as follows: The microcontroller's output SPI
CLK drives the SCLK pin of the DAC9881, while the DAC9881 SDI pin is driven by the MOSI pin of the
microcontroller. The CS pin of the DAC9881 can be asserted from a general program input/output pin of the
microcontroller. When data are to be transmitted to the DAC9881, the CS pint is taken low. The data from the
microcontroller is then transmitted to the DAC9881, totaling 24 bits latched into the DAC9881 device through the
negative edge of SCLK. CS is then brought high after the completed write. The DAC9881 requires its data with
the MSB as the first bit received.

Figure 75. Simplified Sample-and-Hold Circuit
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10 Power Supply Recommendations
The DAC9881 operates within the specified supply voltage range of 2.7 V to 5.5 V. The power applied to AVDD
should be well regulated and low noise. Switching power supplies and DC/DC converters often have high-
frequency glitches or spikes riding on the output voltage. In addition, digital components can create similar high
frequency spikes. This noise can easily couple into the DAC output voltage through various paths between the
power connections and analog output. To further minimize noise from the power supply, a strong
recommendation is to include a 1-µF to 10-µF capacitor and 0.1-µF bypass capacitor. The current consumption
on the AVDD pin, the short-circuit current limit, and the load current for the device is listed in Electrical
Characteristics. The power supply must meet the aforementioned current requirements.

11 Layout

11.1 Layout Guidelines
A precision analog component requires careful layout, the list below provides some insight into good layout
practices.
• All Power Supply pins should be bypassed to ground with a low ESR ceramic bypass capacitor. The typical

recommended bypass capacitance is 0.1 µF to 0.22 µF ceramic with a X7R or NP0 dielectric.
• Power supplies and VrefH/L bypass capacitors should be placed close to terminals to minimize inductance

and optimize performance.
• A high-quality ceramic type NP0 or X7R is recommended for optimal performance across temperature, and a

very low dissipation factor.
• The digital and analog sections should have proper placement with respect to the digital pins and analog pins

of the DAC9881 device. The separation of analog and digital blocks allows for better design and practice
because of less coupling into neighboring blocks, and less interaction between analog and digital return
currents.

11.2 Layout Example

Figure 76. DAC9881 Basic Layout Example
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12 デデババイイススおおよよびびドドキキュュメメンントトののササポポーートト

12.1 ドドキキュュメメンントトののササポポーートト

12.1.1 関関連連資資料料
関連資料については、以下を参照してください。

• 『DAC9881 Evaluation Module』ユーザー・ガイド (英語)
• 『Sample & Hold Glitch Reduction for Precision Outputs Reference Design』デザイン・ガイド (英語)

12.2 ドドキキュュメメンントトのの更更新新通通知知をを受受けけ取取るる方方法法
ドキュメントの更新についての通知を受け取るには、ti.comのデバイス製品フォルダを開いてください。右上の「アラートを受
け取る」をクリックして登録すると、変更されたすべての製品情報に関するダイジェストを毎週受け取れます。変更の詳細に
ついては、修正されたドキュメントに含まれている改訂履歴をご覧ください。

12.3 ササポポーートト・・リリソソーースス
TI E2E™ support forums are an engineer's go-to source for fast, verified answers and design help — straight
from the experts. Search existing answers or ask your own question to get the quick design help you need.

Linked content is provided "AS IS" by the respective contributors. They do not constitute TI specifications and do
not necessarily reflect TI's views; see TI's Terms of Use.

12.4 商商標標
E2E is a trademark of Texas Instruments.
QSPI is a trademark of Motorola, Inc.
All other trademarks are the property of their respective owners.

12.5 静静電電気気放放電電にに関関すするる注注意意事事項項
これらのデバイスは、限定的なESD（静電破壊）保護機能を内 蔵しています。保存時または取り扱い時は、MOSゲートに対す る静電破壊を防
止するために、リード線同士をショートさせて おくか、デバイスを導電フォームに入れる必要があります。

12.6 Glossary
SLYZ022 — TI Glossary.

This glossary lists and explains terms, acronyms, and definitions.

13 メメカカニニカカルル、、パパッッケケーージジ、、おおよよびび注注文文情情報報
以降のページには、メカニカル、パッケージ、および注文に関する情報が記載されています。この情報は、そのデバイスに
ついて利用可能な最新のデータです。このデータは予告なく変更されることがあり、ドキュメントが改訂される場合もありま
す。本データシートのブラウザ版を使用されている場合は、画面左側の説明をご覧ください。
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TAPE DIMENSIONS

K0  P1

B0 W

A0Cavity

QUADRANT ASSIGNMENTS FOR PIN 1 ORIENTATION IN TAPE

Pocket Quadrants

Sprocket Holes

Q1 Q1Q2 Q2

Q3 Q3Q4 Q4 User Direction of Feed

P1

Reel
Diameter

 
*All dimensions are nominal

Device Package
Type

Package
Drawing

Pins SPQ Reel
Diameter

(mm)

Reel
Width

W1 (mm)

A0
(mm)

B0
(mm)

K0
(mm)

P1
(mm)

W
(mm)

Pin1
Quadrant

DAC9881SBRGER VQFN RGE 24 3000 330.0 12.4 4.3 4.3 1.5 8.0 12.0 Q2

DAC9881SRGER VQFN RGE 24 3000 330.0 12.4 4.3 4.3 1.5 8.0 12.0 Q2

Pack Materials-Page 1



PACKAGE MATERIALS INFORMATION
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TAPE AND REEL BOX DIMENSIONS

Width (mm)

W L

H

 
*All dimensions are nominal

Device Package Type Package Drawing Pins SPQ Length (mm) Width (mm) Height (mm)

DAC9881SBRGER VQFN RGE 24 3000 350.0 350.0 43.0

DAC9881SRGER VQFN RGE 24 3000 350.0 350.0 43.0

Pack Materials-Page 2



GENERIC PACKAGE VIEW

Images above are just a representation of the package family, actual package may vary.
Refer to the product data sheet for package details.

RGE 24 VQFN - 1 mm max height
PLASTIC QUAD FLATPACK - NO LEAD

4204104/H
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PACKAGE OUTLINE

C

SEE TERMINAL
DETAIL

24X 0.3
0.2

2.45 0.1

24X 0.5
0.3

1 MAX

(0.2) TYP

0.05
0.00

20X 0.5

2X
2.5

2X 2.5

A 4.1
3.9

B

4.1
3.9

0.3
0.2

0.5
0.3

VQFN - 1 mm max heightRGE0024B
PLASTIC QUAD FLATPACK - NO LEAD

4219013/A   05/2017

PIN 1 INDEX AREA

0.08 C

SEATING PLANE

1

6 13

18

7 12

24 19

(OPTIONAL)
PIN 1 ID

0.1 C A B
0.05

EXPOSED
THERMAL PAD

25 SYMM

SYMM

NOTES:
 
1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
    per ASME Y14.5M. 
2. This drawing is subject to change without notice. 
3. The package thermal pad must be soldered to the printed circuit board for thermal and mechanical performance.

SCALE  3.000

DETAIL
OPTIONAL TERMINAL

TYPICAL
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EXAMPLE BOARD LAYOUT

0.07 MIN
ALL AROUND

0.07 MAX
ALL AROUND

24X (0.25)

24X (0.6)

( 0.2) TYP
VIA

20X (0.5)

(3.8)

(3.8)

( 2.45)

(R0.05)
TYP

(0.975) TYP

VQFN - 1 mm max heightRGE0024B
PLASTIC QUAD FLATPACK - NO LEAD

4219013/A   05/2017

SYMM

1

6

7 12

13

18

1924

SYMM

LAND PATTERN EXAMPLE
EXPOSED METAL SHOWN

SCALE:15X

NOTES: (continued)
 
4. This package is designed to be soldered to a thermal pad on the board. For more information, see Texas Instruments literature
    number SLUA271 (www.ti.com/lit/slua271).
5. Vias are optional depending on application, refer to device data sheet. If any vias are implemented, refer to their locations shown
    on this view. It is recommended that vias under paste be filled, plugged or tented.

25

SOLDER MASK
OPENING

METAL UNDER
SOLDER MASK

SOLDER MASK
DEFINED

EXPOSED
METAL

METAL

SOLDER MASK
OPENING

SOLDER MASK DETAILS

NON SOLDER MASK
DEFINED

(PREFERRED)

EXPOSED
METAL
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EXAMPLE STENCIL DESIGN

24X (0.6)

24X (0.25)

20X (0.5)

(3.8)

(3.8)

4X ( 1.08)

(0.64)
TYP

(0.64) TYP

(R0.05) TYP

VQFN - 1 mm max heightRGE0024B
PLASTIC QUAD FLATPACK - NO LEAD

4219013/A   05/2017

NOTES: (continued)
 
6. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate
   design recommendations. 
 

25

SYMM

METAL
TYP

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL

 
EXPOSED PAD 25

78% PRINTED SOLDER COVERAGE BY AREA UNDER PACKAGE
SCALE:20X

SYMM

1

6

7 12

13

18

1924



重要なお知らせと免責事項
TI は、技術データと信頼性データ (データシートを含みます)、設計リソース (リファレンス・デザインを含みます)、アプリケーションや
設計に関する各種アドバイス、Web ツール、安全性情報、その他のリソースを、欠陥が存在する可能性のある「現状のまま」提供してお
り、商品性および特定目的に対する適合性の黙示保証、第三者の知的財産権の非侵害保証を含むいかなる保証も、明示的または黙示的に
かかわらず拒否します。
これらのリソースは、TI 製品を使用する設計の経験を積んだ開発者への提供を意図したものです。(1) お客様のアプリケーションに適した 
TI 製品の選定、(2) お客様のアプリケーションの設計、検証、試験、(3) お客様のアプリケーションに該当する各種規格や、その他のあら
ゆる安全性、セキュリティ、規制、または他の要件への確実な適合に関する責任を、お客様のみが単独で負うものとします。
上記の各種リソースは、予告なく変更される可能性があります。これらのリソースは、リソースで説明されている TI 製品を使用するアプ
リケーションの開発の目的でのみ、TI はその使用をお客様に許諾します。これらのリソースに関して、他の目的で複製することや掲載す
ることは禁止されています。TI や第三者の知的財産権のライセンスが付与されている訳ではありません。お客様は、これらのリソースを
自身で使用した結果発生するあらゆる申し立て、損害、費用、損失、責任について、TI およびその代理人を完全に補償するものとし、TI
は一切の責任を拒否します。
TI の製品は、TI の販売条件、または ti.com やかかる TI 製品の関連資料などのいずれかを通じて提供する適用可能な条項の下で提供され
ています。TI がこれらのリソースを提供することは、適用される TI の保証または他の保証の放棄の拡大や変更を意味するものではありま
せん。
お客様がいかなる追加条項または代替条項を提案した場合でも、TI はそれらに異議を唱え、拒否します。IMPORTANT NOTICE

郵送先住所：Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2023, Texas Instruments Incorporated

https://www.ti.com/ja-jp/legal/terms-conditions/terms-of-sale.html
https://www.ti.com
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