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ウェアラブル用出荷モード

参参考考資資料料

デデザザイインン・・ガガイイドド：：TIDA-00556
ウウェェアアララブブルル用用出出荷荷モモーードド

概概要要

出荷モードは低消費電力状態であり、製品の出荷期間中

のバッテリ駆動時間を延長できます。ここに示す省スペース

型の出荷モードは、シンプルな低コストの負荷スイッチ・ソ

リューションを特長としています。このソリューションは、ウェ

アラブルなど小型の携帯電子機器向けです。

リリソソーースス

TIDA-00556 デザイン・フォルダ

TPS22916B プロダクト・フォルダ

E2E™エキスパートに質問

特特長長

• 1.89mm2 の小型のソリューションで、あらゆる設計に簡

単に適合

• 低消費電力状態ではシャットダウン電流が 10nA にな

るため、保管可能期間が延び、出荷後もシームレスに

動作

• 部品数は 4 点で BOM コストの抑制ならびに複数プ

ラットフォームでの拡張も可能

アアププリリケケーーシショョンン

• ウェアラブル (医療以外)

• ポータブル・エレクトロニクス

使用許可、知的財産、その他免責事項は、最終ページにあるIMPORTANT NOTICE (重要な注意事項)をご参照くださいますようお願いい
たします。

http://www-s.ti.com/sc/techlit/TIDUAC7.pdf
http://www.tij.co.jp/tool/jp/TIDA-00556
http://www.ti.com/product/TPS22916
http://e2e.ti.com
http://e2e.ti.com/support/applications/ti_designs/
http://www.ti.com/applications/personal-electronics/wearables/overview.html
http://www.ti.com/applications/personal-electronics/portable-electronics/overview.html


IN

ON

OUT

GND

QOD Resistance
(Not in TPS22916CN)

Reverse Current 
Blocking

Smart 
Pull Down 
Resistance

Control Logic Driver

System Description www.tij.co.jp

2 JAJU744A–November 2015–Revised July 2019

TIDUAC7 翻訳版 — 最新の英語版資料 http://www-s.ti.com/sc/techlit/TIDUAC7
Copyright © 2015–2019, Texas Instruments Incorporated

ウェアラブル用出荷モード

1 System Description

As the presence of global manufacturing and distribution increases, many original equipment
manufacturers are looking for creative ways to extend battery life during shipping and while on-the-shelf at
big-box warehouses. Keeping the battery sufficiently charged during shipment enables a consistent out-of-
box experience for the end user. A solution that has gained popularity is the use of a ship mode feature
that helps keep devices in a low-power state during shipment and while on-the-shelf.

The purpose of this design is to prolong battery life during shipment of wearable electronics and to provide
customers with a consistent out-of-box experience. Load switches offer many advantages compared to a
discrete solution using field-effect transistors (FETs). Load switches offer controlled turnon, limiting the
damaging effects of inrush current. Load switches also have low leakage current when disabled and draw
minimal power when enabled, improving battery life in portable applications. Load switches are cost-and
size-optimized to replace discrete solutions where channel density and space is critical. Many load
switches offer a Quick Output Discharge (QOD) feature that dissipates any residual energy on the output
after the switch is disabled. Other load switches offer reverse current protection to protect upstream
circuitry in the case that the supply potential dips. Learn more about load switches on TI.com.

1.1 TPS22916B

The TPS22916 device is a 5.5-V, 2-A load switch in a 4-pin CSP package. To reduce voltage drop for low-
voltage and high-current rails, the device implements a 60-mΩ resistance P-channel MOSFET, reducing
the dropout voltage through the device. The device has a fixed slew rate that may reduce or eliminate
power supply droop due to large inrush currents. During shutdown, the TPS22916 has low leakage
currents, that reduce unnecessary leakages for downstream modules during standby. Integrated control
logic, driver, reverse current blocking, and output discharge FET eliminate the requirement for any
external components, reducing solution size and bill of materials (BOM) count. 図 1 shows the
TPS22916B block diagram.

図図 1. TPS22916B Block Diagram

http://www.tij.co.jp
http://www-s.ti.com/sc/techlit/TIDUAC7.pdf
http://http://www.ti.com/
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2 Key System Specifications

表 1 lists the system electrical specifications.

表表 1. System Electrical Specifications

PARAMETER CONDITIONS MIN TYP MAX UNIT
VIN Input voltage 1 5.5 V
IOUT Output current 2 A

TA
Free air temperature

range –40 85 °C

ISD System leakage current VON = 0 V 10 100 nA

IQ
System quiescent

current VIN = 1 - 5.5 V .5 1 µA

tON(90%)
System turnon time

(90% of VOUT)
VIN = 5.0 V 115

µs
VIN = 3.6 V 140

3 Block Diagram

The ship mode TI Design emulates the connection between the battery and system in a typical wearable
application. The voltage from the battery passes through the TPS22916B load switch when the push-
button is pressed. The load switch is latched on even after the button is released. Further button presses
are registered by the rest of the system. The microcontroller block uses hardware to emulate GPIO
signals, which come from a microcontroller. The microcontroller puts the TPS22916B into ship mode by
emulating a GPIO signal to disable the control logic of the ship mode circuit. 図 2 shows the block diagram
of the TPS22916B.

図図 2. Block Diagram of the TPS22916B

http://www.tij.co.jp
http://www-s.ti.com/sc/techlit/TIDUAC7.pdf
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4 System Design Theory

This TI Design focuses on the ship mode application used primarily by wearables customers. When
considering their system, observe the following:

• Wearables are getting smaller and a minimal solution size is key. CSP devices are typically used for
these space constrained products.

• To extend battery life, devices with low leakage current and active power consumption.

• A low BOM count keeps the wearable product at a low price.

• The system must withstand a battery voltage of at least 4.35 V and stay on even when the voltage
discharges to a lower value.

図 3 shows the ship mode diagram.

図図 3. Ship Mode Diagram

TI chose the TPS22916B because it requires three additional discrete components, which keeps the BOM
count low while still maintaining a small solution size. This load switch has a low shutdown current (10 nA
typical) to prolong battery life during shipment. The TPS22916B can operate from battery voltages from 1
V and 5.5 V. The 0.74-mm × 0.74-mm CSP package requires a small footprint to implement. The
CSD23382F4 transistor features a footprint of 0.6 mm × 1.00 mm, and helps to minimize the total solution
size. The resistors and capacitors chosen are 0201 components, making the total solution size 1.89 mm2.

http://www.tij.co.jp
http://www-s.ti.com/sc/techlit/TIDUAC7.pdf
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4.1 Exit Ship Mode

Pressing the Exit Ship Mode button exits ship mode. The voltage from the battery is passed through the
PMOS to the ON pin of the TPS22916B. The voltage enables the TPS22916B, brings VOUT high, turns off
the PMOS, and activates the System Power LED. The ON pin is pulled up to VOUT, which keeps the load
switch enabled even after the button is released. Further button presses may be registered by the rest of
the system and cause the Button Press LED to illuminate. 図 4 shows the exit ship mode schematic.

図図 4. Exit Ship Mode Schematic

http://www.tij.co.jp
http://www-s.ti.com/sc/techlit/TIDUAC7.pdf
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4.2 Enter Ship Mode

Pressing the Enter Ship Mode button enters ship mode and emulates a GPIO from the microcontroller,
pulling the ON pin low. With the ON pin low, the TPS22916B shuts down and disables power to the rest of
the system. 図 5 shows the enter ship mode schematic.

図図 5. Enter Ship Mode Schematic

4.3 Button Press

The Exit Ship Mode button may be used as an input to the system after exiting ship mode. Pressing the
button causes the Button Press light to activate, indicating that the system detects the button press.

For use as a microcontroller GPIO, the button press signal may be regulated to a lower voltage. This is
the case if the battery voltage is higher than the GPIO voltage tolerance. 図 6 shows two potential
solutions.

図図 6. Regulating the Button Press Signal for a GPIO Input

The first solution pulls the GPIO to a regulated voltage in the system, whereas the second solution uses a
resistor divider to lower the button press voltage. TI recommends including a series resistance to limit
current into the GPIO pin before the microcontroller is powered.

http://www.tij.co.jp
http://www-s.ti.com/sc/techlit/TIDUAC7.pdf
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4.4 Using a Rechargeable Battery

If using a rechargeable battery and battery charging IC, place the ship mode circuit between the battery
and IC, as shown in 図 7.

図図 7. Ship Mode Implementation With a Rechargeable Battery IC

http://www.tij.co.jp
http://www-s.ti.com/sc/techlit/TIDUAC7.pdf
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5 Getting Started Hardware

The following sections detail how to set up the system and the results of basic functional testing.

5.1 Operation from USB

Step 1. Connect one end of the USB cable to a computer (or powered USB port).

Step 2. Connect the other end of the USB cable to the micro USB connector on the board (J1).

Step 3. Press the Exit Ship Mode button.

Step 4. Verify the system power and button GPIO LEDs activate.

Step 5. Press and release the Exit Ship Mode button.

Step 6. Verify the Button GPIO LED activates and deactivates with each press.

Step 7. Press the Enter Ship Mode button.

Step 8. Verify the system power and button GPIO LEDs deactivate.

図 8 shows the ship mode circuit powered using a USB cable.

図図 8. Ship Mode Circuit Powered Using a USB Cable

http://www.tij.co.jp
http://www-s.ti.com/sc/techlit/TIDUAC7.pdf
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5.2 Operation from Battery

The system can be powered from a standard CR2025 or CR2032 lithium coin cell battery. Use the
following as an alternative to Step 1, then follow Steps 2 through 4 from 5.1.

図 9 shows the ship mode circuit powered using a battery.

図図 9. Ship Mode Circuit Powered Using a Battery

Make sure to place the coin cell in the battery holder BT1 with the positive (+) terminal facing away from
the board.

http://www.tij.co.jp
http://www-s.ti.com/sc/techlit/TIDUAC7.pdf


Test Setup www.tij.co.jp

10 JAJU744A–November 2015–Revised July 2019

TIDUAC7 翻訳版 — 最新の英語版資料 http://www-s.ti.com/sc/techlit/TIDUAC7
Copyright © 2015–2019, Texas Instruments Incorporated

ウェアラブル用出荷モード

6 Test Setup

6.1 Shutdown Current

To measure shutdown current, the system is connected as shown in 図 9.

The system is put into ship mode, the input voltage from the sourcemeter (SMU) is varied, and the
shutdown current is logged at each voltage.

図 10 shows the configuration for shutdown current measurements.

図図 10. Configuration for Shutdown Current Measurements

http://www.tij.co.jp
http://www-s.ti.com/sc/techlit/TIDUAC7.pdf


www.tij.co.jp Test Setup

11JAJU744A–November 2015–Revised July 2019

TIDUAC7 翻訳版 — 最新の英語版資料 http://www-s.ti.com/sc/techlit/TIDUAC7
Copyright © 2015–2019, Texas Instruments Incorporated

ウェアラブル用出荷モード

6.2 Enter Ship Mode

図 15 shows the system power and control signals while entering ship mode. The device is operating
normally, and the Enter Ship Mode button is pressed. 図 11 shows the configuration for entering ship
mode.

図図 11. Configuration for Entering Ship Mode

http://www.tij.co.jp
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6.3 Exit Ship Mode

図 12 shows the system connected in exit ship mode to observe the system power and control signals
while exiting ship mode. The device is in ship mode, and the Exit Ship Mode button is pressed.

図図 12. Configuration for Exiting Ship Mode

http://www.tij.co.jp
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6.4 Quiescent Current Testing

To measure the quiescent current draw, a source meter was used to power the circuit and the system was
kept in the exit ship mode state. Disconnect the load from the solution to get accurate measurements of
the device itself. The source meter voltage was swept, and the current supplied was recorded for each
voltage.

図 13 shows the configuration for quiescent current measurements.

図図 13. Configuration for Quiescent Current Measurements

http://www.tij.co.jp
http://www-s.ti.com/sc/techlit/TIDUAC7.pdf
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7 Test Data

7.1 Shutdown Current

表 2 lists the ship mode shutdown current data acquired through testing. For typical and max shutdown
current values refer to the data sheet.

表表 2. Ship Mode Shutdown Current Data

INPUT VOLTAGE (V) SHUTDOWN CURRENT (nA)
5.5 5.1
5 3.3

4.35 2.45
4.2 2.2
3.3 1.85
2.5 1.45
1.8 1.35
1.2 1.2
1 1.2

図 14 shows the shutdown current plot.

図図 14. Shutdown Current Across Input Voltage

http://www.tij.co.jp
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7.2 Enter Ship Mode

System Power, measured at test point 2, is the output signal of the load switch.

On, measured at test point 3, is the voltage at the ON pin of the load switch.

Button Press, measured at test point 4, toggles when the Exit Ship Mode Button is pressed.

図 15 shows the scope capture of the system entering ship mode as described in 4.2.

図図 15. Scope Capture of the System Entering Ship Mode

7.3 Exit Ship Mode

To replicate the load switch functionality in a circuit the LED load was replaced with a resistive load.

図 16 shows the scope capture of the system exiting ship mode as described in 4.1.

図図 16. Scope Capture of the System Exiting Ship Mode

http://www.tij.co.jp
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7.4 Quiescent Current Testing

表 3 lists the ship mode quiescent current data, and 図 17 shows the plot of quiescent current across input
voltage which will not exceed 1µA.

表表 3. Ship Mode Quiescent Current Data

INPUT VOLTAGE (V) QUIESCENT CURRENT (µA)
5.5 .876
5 .593

4.35 .535
4.2 .525
3.3 .476
2.5 .439
1.8 .581
1.2 .467
1 .433

図図 17. Quiescent Current Across Input Voltage

http://www.tij.co.jp
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8 Design Files

8.1 Schematics

To download the schematic, see the design files at TIDA-00556. 図 18 shows the ship mode schematic.

図図 18. Ship Mode Schematic

8.2 Bill of Materials

To download the BOM, see the design files at TIDA-00556.

8.3 PCB Layout Recommendations
• Ensure input and output voltage traces load switches are as wide as possible to minimize series

resistance and inductance for high-current applications.

• Place bypass capacitors as close to the device pins as possible.

9 References
• Texas Instruments, Basics of Load Switches

• Texas Instruments, TPS22916xx, 1-V - 5.5-V, 2-A, 60-mΩ Ultra-Low Leakage Load Switch

9.1 商商標標
E2E is a trademark of Texas Instruments.
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10 Terminology

Ship Mode—A low-power state to prolong battery life during shipment.
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