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1 Introduction
A high-voltage contactor, also called a high-voltage relay without distinction in the industry, is widely used in
electric vehicles (EV) and hybrid electric vehicles (HEV). It is an electromechanical switching device with a coil to
generate a magnetic force that mechanically operates an electric contact. However, it is more common to use a
high-voltage contactor to represent high-power applications in EV and HEVs.

As a key safety device in new energy vehicles, a high-voltage contactor needs basic functions that are resistant
to high voltage, load, shock, strong arc extinguishing, and breaking capacity. An appropriate current is applied to
the coil to ensure proper force to drive the contacts for robust operation. Even though there are many different
types of contactors for different functions in a vehicle, the driving current profiles of all the contactor coils are
similar.

This article gives a general introduction of the high-voltage contactors in EV and HEVs, and presents several
approaches on how to drive the high-voltage contactors.

2 Contactors Distribution in EVs and HEVs
The battery and the traction inverter are electrically isolated by main contactors when the vehicle is switched off
for safety reasons. The main positive contactor is between the positive battery pole and the traction inverter
while the main negative contactor is between the negative battery pole and the traction inverter. Both these
contactors are required for safety robustness. The pre-charge contactor with a series current-limiting resistor is
in parallel with the main positive contactor and used to charge the initially discharged DC link capacitor before
closing the main contactors to avoid the high inrush current which might damage the battery, power contactors,
and DC link capacitor. The two main contactors and one pre-charge contactor comprise an indispensable
configuration for full HEVs.
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Figure 2-1. Contactors Distribution in EV and HEVs

In plug-in HEVs, a pair of additional AC charge contactors is inserted to establish a connection between the
traction battery and the onboard charger. The onboard charger of the vehicle gets power from an AC charger,
converts that AC power to DC to charge the battery.

www.ti.com Introduction

SLVAF35 – FEBRUARY 2021
Submit Document Feedback

Driving High-Voltage Contactors in EV and HEVs 1

Copyright © 2021 Texas Instruments Incorporated

https://www.ti.com
https://www.ti.com/feedbackform/techdocfeedback?litnum=SLVAF35&partnum=TPS2HB16-Q1,


For battery EVs, another pair of DC fast charge contactors is inserted to establish a connection between the
traction battery and the DC fast-charge equipment. The DC fast charging is essential for long distance driving
and large battery EV fleets. An auxiliary contactor like the electric heater for the passenger compartment is
mandatory because there is no waste heat available from a combustion engine.

Main contactors, pre-charge contactors, and DC charge contactors are mostly located in the battery junction box
(or battery disconnect unit). AC charge contactors are likely to be placed in the battery power distribution unit
which is adjacent to the onboard charger.

3 Power-up Sequence
The traction inverter motor control system must integrate a large bank of filter capacitors, typically called DC link
capacitors, which generates a huge inrush current once the main contactors are closed while the capacitors are
fully discharged. Therefore, a pre-charge function is mandatory to limit the inrush current during the power-up
procedure. A contactor combined with a current-limiting resistor is the simplest implementation of the pre-charge
function.

A process example during the power-up sequence follows:

1. Close the main negative contactor after power-up command is received.
2. Close the pre-charge contactor.
3. Close the main positive contactor until the voltage at the DC link capacitor reaches 90%–95% of battery pack

voltage.
4. Open the pre-charge contactor after the main positive contactor is fully closed.
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Figure 3-1. Power-up Sequence With Main Contactors and Pre-charge Contactor

Additionally, no contact can be stuck and no insulation leakage failure is allowed before closing the contactors.
Contactor status diagnosis and insulation detection must be implemented in the system-level design.

4 Coil Types and Control Requirements
The coil is a crucial component of high-voltage contactors as it provides the driving force to close the contacts.
The current through the coil generates a magnetic field which attracts the moving core to close the contacts, and
on the contrary open the contacts. Even though there are several high-voltage contactor vendors in the market,
such as TE, Panasonic, GIGAVIC, and so on, the driving current requirements of all the contactor coils are
similar. The current profile can be divided into three phases, as shown in Figure 4-1. The first phase is known as
pickup phase, the current should be large enough and keep long enough to ensure the contactor is closed
during the phase. The second phase is the hold phase, where a smaller current is kept to efficiently close the
contactor and keep it closed. The last phase is current fast decay, during this phase the current drops very
quickly to quench the contacts opening. Figure 4-1 shows the three phases requirement of the current curve, the
actual currents in the pickup phase and hold phase could be PWM signals with maximum and minimum values.
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Figure 4-1. Coil Current With Three Phases

Generally, the contactor vendors provide two contactor coil types, one is an economized coil with an internal
economizer and the other is a non-economized coil that requires external economization. The economized coil
integrates an internal economizer with one of several methods such as a two coil economizer, pulse-width
modulation with voltage feedback, and pulse-width modulation with current feedback. It is only needed to power
the two terminals of the coil and the desired current waveform is generated by itself with this internal economizer.
The non-economized coil stands for this is only a coil without any internal circuit and needs external circuits to
generate the desired current waveform.

5 Coil Driving Implementation
It is more preferable from the system perspective to use both high-side and low-side switches to drive the
contactor coil for safety reasons. The coil will always be energized and cannot be shut off when short-circuit
failure happens if only the high- or low-side switch is used. The failure is in line with a short circuit to the battery
on the high-side switch and short circuit to ground on the low-side switch. A large current flows through the coil
and cannot be switched off, thus the coil might be damaged due to high power dissipation.
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Figure 5-1. Implementation Example of Coil Driving Circuit

Implementing an elaborate design is indispensable to achieve the current profile. Otherwise, the current through
the coil reaches the maximum value determined by the applied voltage divided by coil resistance. Generally, the
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maximum and minimum current for both pickup phase and hold phase are stipulated in each specification to
ensure the proper operation of the contactor. Some vendors prefer to stipulate the minimum effective current in
each phase. These currents are much smaller than the current determined by the supply voltage and coil
resistance. This not only helps save energy consumption, but also extends contactor operation lifetime.

Figure 5-1 shows how to drive contactor coils with both high- and low-side switches. It is supplied by the battery
voltage. Both high- and low-side switches can do PWM control, but it is more suitable to use a low-side switch
for high-frequency PWM control up to 25 kHz. Here the high-side switch acts as ON/OFF control and protects
the coil while short-circuit failures happen at the low-side terminal. A freewheeling diode is necessary, because
the current through the coil must not interrupt suddenly while turning off the low-side switch. Otherwise, there
could be a very large voltage spike due to the coil inductance and probably damage the components. A fast-
decay diode is added to generate a large reverse voltage across the coil when both high- and low-side switches
are turned off. This large reverse voltage makes the coil current drop to zero quickly. Meanwhile, diagnosis
features at both high- and low-side terminals are necessary for automotive applications.

5.1 Pulse Width Modulation Current Generation
It is very common to use pulse width modulation to generate a desired current waveform in the industry. The
duty cycle, which is the ratio of the ON time to the period of the signal, determines the maximum and minimum
currents applied to the coil with the control frequency.

And there are two control methods typically used for the PWM control. The first one is voltage feedback, the
other one is current feedback. The voltage feedback is an open loop control for current. It measures the supply
voltage and sets the duty cycle accordingly. Even though it is a low-cost realization with simple hardware circuit,
the current accuracy is poor and a large margin is always left in order to ensure proper operation. Besides,
additional effort of pre-calibration work is necessary to get a voltage-duty cycle map for different contactors.
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Figure 5-2. Pulse Width Modulation Current Generation

The current feedback is a closed loop control for current. It measures the coil current all the time and toggles the
switches according to the current directly. This can ensure high current accuracy and make the coil current
highly consistent with the required current. In addition, voltage-duty cycle map is no longer needed and save the
pre-calibration effort. However, the cost of this current feedback approach is probably more expensive than the
voltage feedback solution.

5.2 Adjustable Supply Voltage Approach
In above description, battery voltage is supplied to drive the contactor coil. However, the battery voltage is not a
fixed value and has a large range during normal operation. That is why dedicated PWM control is introduced to
obtain desired current. Because the current is determined by the applied supply voltage divided by the coil
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resistance, an adjustable supply voltage to the coil is another option. Figure 5-3 shows the adjustable supply
voltage applied to drive the contactor coil. A DC/DC converter is the best solution converting battery voltage to
adjustable supply voltage. And high-side switch can be eliminated if DC/DC converter integrates Enable/Disable
control.
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Figure 5-3. Current Generation with Adjustable supply voltage

It is more like moving PWM control from the coil driving switches to the DC/DC converter. The DC/DC output
voltage depends on the coil resistance for a required current. Thus, the output voltages during pickup phase and
hold phase are not same. Meanwhile, it is better to integrate current sense to check whether the current flowing
through the coil equals to the required value.

6 Summary
Contactors are widely used in EV and HEVs to connect and break power supply lines. The required current
curve generated by the coil driving the circuit is mandatory to ensure proper operation of the contactor. Attention
should be paid to EMC issues due to high current and high frequency. In addition, smart contactors with special
controls and diagnosis features are already used by some customers.

Meanwhile, there is a trend that solid-state switches replace electromechanical contactors for low noise, high
reliability, and a long lifetime. In general, the contactors can fail by welding closed while the failure mode of solid-
state switches is mostly open. However, there are also some drawbacks for the solid-state switches. The cost of
solid-state switches is currently high and there is a fixed-value voltage drop on output due to internal impedance.
Also, there is a leakage current even in OFF mode. That is why it is stipulated that at least one
electromechanical contactor must be retained at a pole while a solid-state switch is used in the other pole.
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