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REQUIREMENTS
1. TOTAL BOARD THICKNESS 62 +/- 10% INCHES
ALL MATERIAL SHALL BE RoHS-COMPLIANT FR-4 OR EQUIVALENT
2 COPPER PLATED SURFACE CONDUCTORS SHALL BE THE EQUIVALENT
OF 2 0Z. COPPER AFTER PLATING AVERAGE COPPER ON
THE WALL OF THE PLATED HOLE SHALL BE PER IPC CLASS 2
6.125 gcgﬁgg TAB. 3. MINIMUM TRACE AND SPACE SHALL BE .006 OF AN INCH
5 125 4. SOLDERMASK ON BOTH SIDES SHALL BE S.M.0.B.C., LPI.
. SOLDERMASK COLOR: BLUE
LAYER STACKUP
5. PLATED THRU HOLE SIZE_TOLERANCES SHALL BE +/- 003 INCH
TOP_SILK.ART - TOP SILKSCREEN UNPLATED THRU HOLE §TzE TOLERANCES SHALL BE +/: .003 INCH
o A TOP_MASK. ART - TOP SOLDERMASK 6. SURFACE FINISH SHALL BE ENIG (IMMERSION GOLD)
ece TOP ART - TOP COPPER - 2 07. COPPER
7. DRC'S MUST BE RUN ON GERBERS BEFORE BUILDING BOARDS
BOTTOM. ART - BOTTOM COPPER - 2 0Z. COPPER UNCE3s PRIOR APPROVAL IS5 GIVEN IN WRITING
BOTTOM_MASK.ART - BOTTOM SOLDERMASK 6 SILKSCREEN COLOR: WHITE
° o NC DRILL FILE: DRV_8301_C_05-1-2.DRI
9 TEXAS INTSRUMENTS LOGO ON TOP SILK SHALL BE SOLID FILLED
A NOTE: BOTTOM SILKSCREEN WAS NOT INCLUDED,
: NO BOTTOM SILK
o
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o DRILL CHART
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0 ALL UNITS ARE IN MILS
o
° FIGURE | SIZE PLATED QTY TOL NOTE
: 15.0 PLATED 940
A 15.0 PLATED 1
°© .
. 25.6 PLATED 40
O o 7.250
° 0 . 31.5 | PLATED 104
. ’ ’ : o 40.0 | PLATED 99
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s o0 ] 41.3 | PLATED
: : . 43.3 PLATED 4
3 o ° 45.0 PLATED 19
o 51.2 PLATED 5
= 63.0 PLATED 32
' o o o} 106.3 PLATED 2
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o A 126.0 PLATED 8
oo o o .oo .o o B 92.9 INON-PLATED 2
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° A PCB, DRV8301/DRV8302EVM
HIGH CURRENT EVM
DWG| ITEM NO. REV
B PWB 505501 D
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